aisleLITE

Manufactured in the U.S.A.

FEATURES

APPLICATIONS
VOLTAGE
LAMP TYPE
LAMP WATTS
DIMMING

MAX LAMPS

SOCKET
LENGTH
CONSTRUCTION
FINISH

WIRING
MOUNTING
LISTING

Designed for indoor use,

lighting, aisle lighting,
applications.

side) transformer. The
on our transformers is

step/aisle markings.

Pathway, Aisle Lighting
24V

LEDs

.25

Forward Phase (TRA)
432 (Based on 5 Amps)
344 (Based on 4 Amps for Class 2)
Custom

Built to Order

PVC Extrusion

Black

Parallel

Adhesive

Dry Location

APPLICATIONS

aisleLITE Series is ideal for many

applications including the amusement, recreation, and
architectural industries. aisleLITE is excellent for path

accent lighting, and many more

ELECTRICAL

aisleLITE is a 24 Volt system that requires a 24V (secondary

standard primary side voltage
120V or 277V (see transformer

brochure). Consult factory for other primary side voltages.

* Meets National Fire Protection Agency guidelines for

o Meets ADA 4.9.3 Regulation

LAMP SPECIFICATIONS
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NOT TO SCALE +.015" tolerance
StripLite

(#AIL1500-SL)
Lens Cover

(#AIL1500-LC)

End View

2.87"
i 2.11"

Black PVC Extrusion
Carpet to Floor
(#AIL1500)

‘ Specify Spacing

\ 50' Rolls
(Field Cuttable)

! Extrusion and Lens 8' Lengths
(Field Cuttable)

ACCESSORIES (Not Included)

e TRl

Left End Cap Right End Cap Adhesive Tube (290z)
(#AIL1500-ECL) (#AILlSOO ECR) (#AIL1500-AD)

| 3" |
| |

e

Continuous Connector
(#AIL1500-CC)

[ 36"
|

|
Power Connector
(#AIL1500-PC)

LAMP DESCRIPTION LAMP LIFE
LED-3.0K 3000K Warm White 50,000 hrs. SPECIFY PRODUCT CODE (Use drop down menu to complete table or fill in the blanks)
LED-5.0K 5000K Cool White 50,000 hrs. AIL1500 _ _ _
LED-A Amber LED 100,000 hrs.
LED-R Red LED 100,000 hrs. SERIES SPACING LAMP LENS
LED-G Green LED 100,000 hrs. &x. AIL1500 4™ LED-3.0K LC
LED-B Blue LED 100,000 hrs. AIL1500 1.5"0/C LED-3.0K Clear (LC)
2"0/C LED-5.0K Smoke (SLC)
INSTALLATION OPTION 3"0/C LED-R
il [~ o s
6"0/C LED-B
Carpet to floor grore LED-A
12"0/C
18" 0/C
Note: 1.5" 0/C = 8 LEDs per foot / 2 watts per foot
2" 0/C = 6 LEDs per foot / 1.5 watts per foot
3"0/C = 4 LEDs per foot / 1 watts per foot
4" 0/C = 3 LEDs per foot / 0.75 watts per foot
6" 0/C = 2 LEDs per foot / .5 watt per foot
8" 0/C = 1.5 LEDs per foot / .375 watts per foot
12" 0/C = 1 LED per foot / .25 watts per foot
18" 0/C = .66 LED per foot / .165 watts per foot
* Spacing tolerance: +.125"
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