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ALS210T-LP

Designed for indoor and outdoor 
applications (cove lighting, wall 
grazing, accent lighting, facade 
lighting, task lighting) this luminaire 
is offered with a variety of color 
optics, temperatures, watts per 
foot, and finish options.

SERIES
alumLED™

OUR MOST VERSATILE  

LUMINAIRE

Lighting for the Professional Designer

NO PIXELATION
“Line of Light”

GRAZER
15°, 30°, 45°, 60°, 120°, or
Asymmetric

CRI 
High Output (HO) > 95
Mid Output (HO) > 90
Standard Output (HO) > 85

LOW PROFILE
Surface Mount 

REMOTE DRIVER
Driver On-Board

DIMMING 
Forward/Reverse Phase 
0-10V, Lutron, DMX, DALI

MADE IN U.S.A.
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FEATURES

APPLICATIONS Accent, Cove, Under-Cabinet Lighting

LAMP TYPE High, Mid, or Standard Output LEDs (No Mercury)

CRI
High Output (HO) > 95
Mid Output (MO) > 90
Standard Output (SO) > 85

LENS Clear, 50% Semi-Frosted, or 100% Frosted

OPTICS AND ASYMMETRIC 15°, 30°, 45°, 60°, 120°, or Asymmetric Optics

LENGTH Built to Order

CONSTRUCTION Aluminum Extrusion

WEIGHT

MOUNTING Mounting Clips (Sold Separately)

LISTING

Dry or Wet (IP65 or IP67) Location
UL1598, CSA C22.2#250.0
UL8750, CSA250
UL2108, CSA C22.2 #9

ELECTRICAL

DIMMING Forward / Reverse Phase, 0-10V, Lutron, DMX, DALI

MAXIMUM RUN
(Class 2 Applications)

36’ (1.5W, 2W), 28’ (3W), 21’ (4W), 
17’ (5W), 14’ (6W), 10’ (8W), 7’ (12W)

PRIMARY VOLTAGE 120V - 277V (UNV) or 120V (Lutron LTEA Only)

SECONDARY VOLTAGE 24VDC

DRIVER Remote

TEMPERATURE RATINGS
Operating / Startup: -20° to 48°C (-4° to 120°F)

Storage: -40° to 76°C (-40° to 170°F)

ALS210T-LP PRODUCT FEATURES

Asymmetric Lens
(ASM)

Optic Lens
(15D, 30D, 45D, 60D)

Semi-Frosted Lens (SF)
Frosted Lens (F)

Clear Lens (CL)1.94”

.95”

1.94”

1.16”

1.94”

1.16”

1.94”

1.16”

alumLEDs is a modular system that features 
individually replaceable integral drivers (where 
applied) and high-output LED modules, each one 
marked with an LED bin date code used as a 
reference for future replacements or maintenance 
on the system. 

The integral heat sink and aluminum housing 
provide excellent thermal management, 
maintaining junction temperature to maximize 
LED life. 

120° x 120° Beam
Clear Lens (CL)
Semi-Frosted Lens (SF)
Frosted Lens (F)

45° x 60° Beam
Asymmetric Lens
(ASM)

15° x 60° Beam
Optic Lens
(15D)

0.61 lbs per foot

30° x 60° Beam
Optic Lens
(30D)

45° x 60° Beam
Optic Lens
(45D)

60° x 60° Beam
Optic Lens
(60D)

15°
30° 45° 60°120° 45°
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PERFORMANCE
348

261

174

84

2

1

Polar Graph

HUE BIN Rƒ GRAPHIC SHIFTS (%) CHROMA

1 88 -2%

2 93 1%

3 91 -1%

4 81 -7%

5 80 -13%

6 87 -8%

7 83 -7%

8 82 -2%

9 79 2%

10 81 4%

11 85 8%

12 86 3%

13 84 0%

14 88 -5%

15 81 -3%

16 82 -2%

TM-30

Note: Efficacy is based on 3500K CCT average lumens per watt.
           Consult factory for cooler white color temperatures.

LAMP SPECIFICATIONS

LAMP
NUMBER

CORRELATED
COLOR TEMPERATURE

EFFICACY (LUMENS / WATT)
JA8 L70 

LED LIFEHIGH 
OUTPUT

MID 
OUTPUT

STANDARD 
OUTPUT

2.4K 2400K Incandescent White 127 102 92 Yes 60,000 hrs.

2.7K 2700K Warm White 127 102 92 Yes 60,000 hrs.

3.0K 3000K Warm White 127 102 97 Yes 60,000 hrs.

3.5K 3500K Neutral White 127 102 97 Yes 60,000 hrs.

4.0K 4000K Neutral White 127 102 97 Yes 60,000 hrs.

4.5K 4500K Neutral White 127 102 97 No 60,000 hrs.

5.0K 5000K Cool White 137 106 102 No 60,000 hrs.

5.7K 5700K Cool White 137 106 102 No 60,000 hrs.

R Red (621nm) 70 N/A N/A No 40,000 hrs.

G Green (525nm) 139 N/A N/A No 40,000 hrs.

B Blue (470nm) 40 N/A N/A No 40,000 hrs.
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CUSTOM LENSES

HOW TO ORDER OR SPECIFY
SERIES LENS / OPTICS FINISH CCT LED WATTS

PER FOOT DIMMING OUTPUT
(EFFICACY) LISTING LUMINAIRE 

VOLTAGE
FIXTURE 
LENGTH

ALS210T-LP Clear Lens (CL) Natural Silver (NA) 2400K (2.4K) 1.5 Watts (1.5W) 0-10V: 100% - 1% (10V) High Output
(HO)

Indoor
(DRY)

120V - 277V
(UNV)

Specify 
Length
in Feet & 
Inches
Example: 7’8”

50% Semi-Frosted Lens 
(SF)

Silver (SR) 2700K (2.7K) 2 Watts (2W) Phase Dimming:
Forward Phase / Reverse Phase (PH)White (WH) 3000K (3.0K) 3 Watts (3W) Mid Output

(MO)
Outdoor
(DAMP)

120V
(LTEA Only)
(120V)

100% Frosted Lens (F) Satin (SA) 3500K (3.5K) 4 Watts (4W) Hi-Lume 1% 2 Wire*4 (LTEA)

Asymmetric Lens
(ASM)

Black (BK) 4000K (4.0K) 5 Watts (5W) Hi-Lume 1% 3 Wire*5 (L3DA) Standard Output
(SO)

Outdoor IP65
(WET)

Custom Powder 
Coat*1 (PC)

4500K (4.5K) 6 Watts (6W) Hi-Lume Premier 0.1% JA8*6 (L3D0)

15° (15D) 5000K (5.0K) 8 Watts (8W) DMX-512*7 (DMX) Outdoor IP67
(WET-IP67)30° (30D) 5700K (5.7K) 12 Watts (12W) DALI*8 (DALI)

45° (45D) Red (R) JA8 0-10V (JA8-10V)

60° (60D) Green (G) JA8 2 Hi-Lume 1% 2 Wire*4 
(JA8-LTEA)Blue (B)

Note: Remote drivers sized based on wattage per length. Example: 10 feet x 8 watts = 80 watts. Driver will be sized based on 80 watts.

*1 Provide custom finish when placing order

*2 Only available in High Output (HO) LEDs

*3 Only available in Mid Output (MO) or Standard Output (SO) LEDs.

*4 (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240

*5 (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240

*6 (L3D0) 96 watt max Hi-Lume Premier 0.1% #L3D0-96W24V-U

*7 Default DMX address of each fixture is 001. Consult third party DMX commissioner to modify at time of installation

*8 DALI commissioning to be performed by a third party at time of installation. CALI does not provide DALI commissioning

CUSTOM COLOR 
FINISHES

ALS210T-LP
(Clear Lens)

ALS210T-LP-SF
(Semi-Frosted Lens)
50% Frosted Lens)

ALS210T-LP-F
(Frosted Lens) 
(Standard Output 
No Pixelation)

ALS210T-LP-X 
X=Optics
15D, 30D, 45D, 60D

WhiteSilverNatural Silver

BlackSatin

Custom  
Powder Coat 
RAL# (Specify)

Available in a variety of color 
options to fit your design.
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ACCESSORIES

Mounting Clip 1
(ALS210T-LP-MC-1) 

1.05”

2.18”

Mounting Clip 2
(ALS210T-LP-MC-2) 

1.23”

2.94”
1.0”

Mounting Clip 3 (Adjustable)
(ALS210T-LP-MC-3) 

2.15”

2.18”

Mounting Clip 4
(ALS210T-LP-MC-4-X)
(X = Specify Length, Max. 2’)

1.23”

X = Specify Length

CONNECTORS

Continuous Connector (20/2 Gauge Wire)
ALS210T-LP-CC (3” Standard)
ALS210T-LP-CC-X (X = Specify Length)

X”1.5” 1.5”

Wet Splice Connector
(ALS210T-LP-SC-WET)

Mounting Clips
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DESIGN GUIDELINES

Individual Fixture (Dry or Wet Location)

Fixture with Continuous Connectors (Dry Location)

Fixtures with Splice Connection (Wet Location)

Continuous Run (Dry Location)

Continuous Run (Wet Location)

Up to 8’

Specify Length

Detail A

Detail B

.5” .5”~ 8’ ~ 8’

1” 1”

Detail C

~ 4’
Example: 20’

.5” .5”~ 8’ ~ 4’
Example: 20’

~ 8’

Detail D

1” 1”

Detail C
Continuous Run (Dry Location)

Detail D
Continuous Run (Wet Location)

Detail A
Continuous Connector 
(Dry Location)
(ALS210T-LP-CC)

Detail B
Splice Connection (Wet Location)
(ALS210T-LP-SC-WET)
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1.50” 
Min

1.50”
Min

1.25”
Min

1.50”
Min

1.65”
Min

ALS210T-LP-MC-2ALS210T-LP-MC-1

1.50”
Min

1.65”
Min

3”
Min

2.40”
Min

ALS210T-LP-MC-4-X
X = Specify Length

ALS210T-LP-MC-3
(Adjustable)

MOUNTING COVE DESIGN GUIDELINES
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