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ALS250T
SERIES
alumLED™

OUR MOST VERSATILE  

LUMINAIRE

Lighting for the Professional Designer

Designed for indoor and outdoor 
applications (cove lighting, wall 
grazing, accent lighting, facade 
lighting, task lighting) this luminaire 
is offered with a variety of color 
optics, temperatures, watts per foot, 
and finish options.

NO PIXELATION
“Line of Light”

GRAZER
15°, 30°, 45°, 60° Optics

CRI 
High Output (HO) > 90

INTEGRAL DRIVER
Driver On-Board

DIMMING 
Forward Phase 
0-10V
10V-0% (100% to 0% Dimming)
10V-1% (100% to 1% Dimming)
DALI

M A D E  I N

U S AMA D E  I N  USA

MA D E  I N  USA

DIMMING
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alumLEDs is a modular system that features 
individually replaceable high-output LED 
modules, each one marked with an LED bin 
date code used as a reference for future 
replacements or maintenance on the system. 

The integral heat sink and aluminum housing 
provide excellent thermal management, 
maintaining junction temperature to maximize 
LED life. 
 
alumLEDs is available with integral drivers.

ALS250T PRODUCT FEATURES
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ALS250T
Asymmetric Lens

Optic Lens
15°

Optic Lens
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Optic Lens
45°

Optic Lens
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ALS250T
Optic Lens 15°, 30°, 45°, 60°

ALS250T
Semi-Frosted Lens
Frosted Lens

Semi-Frosted Lens
Frosted Lens

120°

ELECTRICAL

DIMMING 0-10V, Forward Phase, DALI

MAXIMUM RUM 
(Line Voltage Integral Drivers)

40’ (1.5W, 2W, 3W, 4W, 5W, 6W, 8W)
26’ (12W)

PRIMARY VOLTAGE 120V or 277V

SECONDARY VOLTAGE 24VDC

FEATURES

APPLICATIONS Indirect and Direct Lighting

LAMP TYPE High, Mid, or Standard Output LEDs (No Mercury)

CRI >90 (High, Mid, and Standard Output)

LENS Clear, Frosted, or Semi-Frosted

OPTICS AND ASYMMETRIC 15°, 30°, 45°, 60° and Asymmetric Optics

LENGTH Built to Order

CONSTRUCTION Aluminum Extrusion

WEIGHT 0.11 lbs per foot

MOUNTING Mounting Clips (Not Included)

LISTING

Dry or Wet (IP65 or IP67) Location
UL1598, CSA C22.2#250.0
UL8750, CSA250
UL2108, CSA C22.2 #9



alumLEDs™ | ALS250T   320
18

.0
1.2

4

CALIFORNIA ACCENT LIGHTING, INC.   |   calilighting.com  

Color Vector Graphic
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Maximum Candela = 348.24 Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)

Polar Graph

PERFORMANCE
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Chromaticity Diagram

METRIC RESULT NOTES

Rf 90 IES TM-30-15 Fidelity Index

Rg 101 IES TM-30-15 Gamut Index

CIE Ra 95 CIE Test Color Method General Index

R9 72 CIE Test Color Method Sample Nine Score

Rf, skin 96 Average of CES15 and CES18 (skin)

CCT 3465 Correlated Color Temperature

Duv -0.0015 Distance from the blackbody locus

x 0.4057 CIE 1931 chromaticity coordinate

y 0.3875 CIE 1931 chromaticity coordinate

u 0.2373 CIE 1960 chromaticity coordinate

v 0.3400 CIE 1960 chromaticity coordinate

u’ 0.2373 CIE 1976 chromaticity coordinate

v’ 0.5100 CIE 1976 chromaticity coordinate

TM-30

8165 E Kaiser Blvd. Anaheim, CA 92808
www.lightlaboratory.com

Report No: L081710001TM30
Date: 8/29/2017

*All Results in accordance to IES TM-30-15: IES Method for Evaluating Light Source Color Rendition

This plot shows a comparison of the Rf and Rg values relative to the 
range of possible values .
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sources on the 
Planckian locus. 
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LAMP  
NUMBER DESCRIPTION

LUMENS PER WATT

HIGH 
OUTPUT

MID 
OUTPUT

STANDARD 
OUTPUT

LED-2.4K 2400K Incand. White 120 95 85

LED-2.7K 2700K Warm White 120 95 85

LED-3.0K 3000K Warm White 120 95 90

LED-3.5K 3500K Neutral White 120 95 90

LED-4.0K 4000K Neutral White 120 95 90

LED-4.5K 4500K Neutral White 120 95 90

LED-5.0K 5000K Cool White 130 99 95

LED-5.7K 5700K Cool White 130 99 95
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CUSTOM LENSES

*1     Integral drivers wattage sized based on length of run. Example: 5’ run x 2 watts per foot = 10 watts. Driver will be sized to 10 watts maximum.
     Maximum length for line voltage (Integral Driver) Is 320 watts per run. Example: 320 watts ÷ 8 watts per foot = 40 feet max run.
*2  Remote drivers sized based on wattage per length. Example: 10 feet x 8 watts = 80 watts. Drivers will be sized based on 80 watts. Consult factory for additional information.
*3    Clear Lens, Semi-Frosted Lens, and Frosted Lens (120°)

ALS250T
(Clear Lens)

ALS250T-SF
(Semi-Frosted Lens)
(50% Frosted) 

ALS250T-F
(Frosted Lens) 
Standard Ouput
No Pixelation)

HOW TO ORDER OR SPECIFY

SERIES OPTICS FINISH LAMP WATTS
PER FOOT DIMMING OUTPUT FEED 

POINT LISTING LUMINAIRE 
VOLTAGE

FIXTURE 
LENGTH

ALS250T Clear Lens (CL)*3 Natural Silver (NA) 2400K (2.4K) 1.5 Watts (1.5W) 0-10V (10V) High Output  
(HO)

End Feed 
(EF)

Indoor 
(DRY)

120V Line Voltage
(120V)*1

Specify 
LengthSemi-Frosted Lens (SF)*3 White (WH) 2700K (2.7K) 2 Watts (2W) 0-10V: 100% - .1% (10V - .1%)

Frosted Lens: (F)*3 Satin (SA) 3000K (3.0K) 3 Watts (3W) 0-10V: 100% - 1% (10V - 1%) Mid Output 
(MO)

Bottom Feed  
(BF)

Outdoor IP65 
(WET)

277V Line Voltage
(277V)*1

Asymmetric Lens (ASM) Black (BK) 3500K (3.5K) 4 Watts (4W) Forward Phase: 120V Line Voltage (FP)

15°D (15D) Silver (SR) 4000K (4.0K) 5 Watts (5W) DALI Remote Driver (DALI) Standard Output 
(SO)

Side Feed  
(SF)

Outdoor IP67 
(WET-IP67)

24V-120V
Remote Driver
(24-120V)*2

30°D (30D) 4500K (4.5K) 6 Watts (6W) JA8 0-10V Remote Driver (JA8-10V)

45°D (45D) 5000K (5.0K) 8 Watts (8W) Leave Blank for Non-Dimming

60°D (60D) 5700K (5.7K) 12 Watts (12W)
24V-277V
Remote Driver
(24-277V)*2

CUSTOM COLOR 
FINISHES

Available in a variety of color 
options to fit your design. White BlackSatinNatural Silver

SilverGreen Red

ALS250T Optics
15D, 30D, 45D, 60D and Asymmetric
Add .282” to Optics Height
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ACCESSORIES

2.64”

2.62”

3.39”

2.80”

2.64”

3.75”
2.80”

X = Specify Length

ALS250T-MC-1 ALS250T-MC-2 ALS250T-MC-3
(Adjustable)

ALS250T-MC-4-X
(X=Specify Length)

Note: One every 4’ plus first clip or two per luminaire if less than 8’

Power Connectors

Continuous Connectors

Jumper Cables

Mounting Clips

Jumper Cable
(ALS250T-JC-X)
(X = Specify Length)

Standard Jumper Cable
(ALS250T-JC-6”)

End Feed
(EF)

Bottom Feed
(BF)

Side Feed
(SF)
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DESIGN GUIDELINE

3’

1’ 1’

Detail A

4’ 3’ 1’2’
10’

Detail B

4’ 3’ 1’2’
10’

Detail C

1.05” 1.05” 1.05”

Individual Fixture (Dry or Wet Location)

Fixture with Continuous Connectors (Dry or Wet Location)

Continuous Runs (Dry Location)

Continuous Runs (Wet Location)

Detail A
Jumper Cable
(ALS250T-JC-X)
(X = Specify Length)

Detail B
Continuous Connection 
(Dry Location)

Detail C
Continuous Connection 
(Wet Location)
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MOUNTING COVE GUIDELINES

1.50” 
Min

5.5”
Min

2.70”
Min

2.70”
Min

 5.5”
Min

ALS250T-MC-2ALS250T-MC-1

2.70”
Min

 5.5”
Min

 10”
Min

3.60”
Min

ALS250T-MC-4-X
X = Specify Length

ALS250T-MC-3
(Adjustable)
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CALIFORNIA ACCENT LIGHTING, INC.
2034 E. Lincoln Ave. #431, Anaheim, CA 92806
ph. 800.921.CALI or 714.535-7900  |  fx. 714.535.7902
info@calilighting.com | calilighting.com
© CALI. All rights reserved. CALI reserves the right to make changes or withdraw specifications without prior notice. MA D E  I N  U SA 20
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