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INSTALLATION

Overview

ALS450T-RGBW

2022.12.6 Rev 3

PRODUCT INFORMATION
• Lighting for wall washing applications
• Line Voltage
• Color Changing: Red, Green, Blue, and White (2850K - 3050K)
• Color Changing: Red, Green, Blue, and Cool White (5700K - 6300K)
• Available in 10 or 15 Watts per Foot (product is shipped in 1’, 2’, and 4’ luminaires)
• Available for outdoor rated installations

ELECTRICAL

DIMMING DMX-512 1990

MAXIMUM SIGNAL RUN*4 60 Fixtures

PRIMARY VOLTAGE 120V or 277V

SECONDARY VOLTAGE 24VDC

TEMPERATURE RATINGS
Operating / Startup: -20° to 48°C (-4° to 120°F)

Storage: -40° to 76°C (-40° to 170°F)

LAMP TYPE High Output LEDs (No Mercury)

LENS Clear Glass Lens

OPTICS 15°, 20°, 30°, or 45°

LENGTH 1’*1 , 2’*2, 4’*3

CONSTRUCTION Aluminum Extrusion

WEIGHT 6.93 lbs (1’), 8.11 lbs (2’), 11.50 lbs (4’)

MOUNTING Mounting Brackets (Included)

LISTING
Dry or Wet (IP65) Location
UL1598, CSA C22.2#250.0
UL8750, CSA250

INSTALLATION Link to Installation Instructions

LAMP SPECIFICATIONS

LAMP
NUMBER DESCRIPTION L70 LED LIFE

RGBW Color Changing: Red, Green, Blue, White (2850K - 3050K) 30,000 hrs.

RGBW-C Color Changing: Red, Green, Blue, Cool White (5700K - 6300K) 30,000 hrs.

FEATURES

APPLICATIONS RGBW Color Changing Wall Washing Lighting

RGBW LED with Optics

Clear Glass Lens

Digital Interface

17” Female Data Connector

5’ Power Connector
(Only for 120V applications)

(Remove power plug and hardwire for 277V applications)

17” Male Data
Connector

Tilting Mounting Bracket
(85° range in each direction)

IMPORTANT NOTICE: VERIFY CORRECT LUMINAIRE WAS RECEIVED WITH 
CORRECT COLOR TEMPERATURE, VOLTAGE, AND WATTAGE BEFORE CUTTING OR 
INSTALLING. CALI WILL NOT BE RESPONSIBLE IF INCORRECT LUMINAIRE IS INSTALLED.

READ ENTIRE GUIDE BEFORE STARTING INSTALLATION

INSTALLATION RECOMMENDATIONS
• AlumLEDs can be mounted to sheetrock, concrete, or wood using proper mounting screws 
• All wiring is enclosed inside aluminum housing 
• Provide run lengths at time of order 
• ALS450T-RGBW is suitable for indoor (Dry) or outdoor (IP65) applications

ELECTRICAL
• Line voltage luminaires do not require a remote driver 

INSTALLATION TOOLS REQUIRED
• Electric Hammer Drills (optional)    
• 14.4 to 28 Volt Cordless Drills          
• Phillips Bits - Sufficient Quantity    
• Utility Knife
• Electrical Cords                  
• Marker 
• Wire Strippers

• Long Nose Pliers
• Drill Bits - Concrete or Wood
• Electrical Three Ways
• Safety Glasses
• Measuring Tapes
• Chalk Line              

4.65”

2.95”

Tilt 85° in either direction

END VIEWS
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Product Care & Maintenance

CLEANING MATERIALS
The use of solvents and/or cleaners which are not compatible with polycarbonate will result in 
the softening, crazing, and/or cracking of the plastic part. This is especially true of polycarbonate 
lamps and mounting bases which may be under stress in their normal applications.

COMPATIBLE WITH POLYCARBONATE

FIGURES

NOT COMPATIBLE WITH POLYCARBONATE

• Mild soap and water
• Mineral Spirits  
• Isobutyl alcohol
• VM and P Naphtha  
• Varsol No.2 
• Mexane
• Freone TF and TE-35 
• Ethanol  
• Dirtex   

• 2% Sol. Reg. Joy  
• 10% Sol Bon Ami  
• White Kerosene  
• Methyl alcohol  
• Heptane   
• Petroleum Ether/65 degrees C 
• Isopropyl alcohol
• Lacryl PCL-2035 polycarbonate cleaner

• Trichlor
• Gasoline
• Liquid Detergents
• Acetone
• Carbon Tetrachloride  
• Pink Lux (Phosphate free)
• Triclene   
• Chlorinated Hydrocarbons 
•#1 & #3 denatured alcohol
• Methyl Ethyl Keytone (MEK) 
• Texize-8006, 8129, 8758
• MIBK   

• Liquid Cleaner – 8211
• Toluol
• Agitene   
• Benzol 
• Ajax  
• Kleenol Plastics  
• Lysol   
• Stanisol Naphtha  
• Oils
• Lemon Joy (phosphate free) 
• Diversol   
• Lestoil

WARNING
When using alumLEDs for any application, basic safety precautions should always be 
followed to reduce the risk of fire, electric shock, and personal injuries.
AlumLEDs must be installed in accordance with the NEC or CEC as applicable.
CALI will not be responsible for any damage or malfunction caused by the following:
• Ensure power is off before installation begins, during replacements, additions, or repairs.
• Do not use alumLEDs if damaged, such as broken boards, loose connections, or frayed
   wire insulation. Inspect before installing.
• Do not install alumLEDs in hazardous locations.
• Do not cover alumLEDs with any material. Covering may cause LEDs to overheat, melt, or ignite.
• Do not paint on or over fixture lens or LEDs. 
   Paint or any other substance on lens or LEDs will cause a shift in color temperature.
• Soffit must be evenly painted with a neutral white to avoid color shift.
• Do not modify alumLEDs in the field.
• Do not overlap alumLEDs luminaires in any way. (Fig. 1)
• alumLEDs have line voltage risk of shock. Consult factory for any malfunctions. 
   Do not attempt to repair.
• Only use alumLEDs with specified rated voltages. Do not exceed the specified voltage for
   any alumLEDs luminaire.
• Do not use alumLEDs extrusion as a raceway for additional wire. Non-factory feed
   through wires inside alumLEDs will void warranty.
• Ground Fault Circuit Interrupter (GFCI) protections should be provided on circuits or
   outlets when alumLEDs is used for outdoor applications.
• Surge protector must be set up for electrical power system to avoid damaging alumLEDs
   lighting system.
• Do not connect wires together, follow provided wiring diagrams.
• Do not cut wire while energized. (Fig. 2)
• Do not exceed maximum run lengths.
• Do not secure alumLEDs with nails or like means that might damage the wiring inside. 
   Only secure by using mounting clips.
• Do not mount alumLEDs inside tanks or enclosures of any kind.
• Do not install downward facing luminaires without set screws.
• Do not use improper screw head type on mounting clips. It will cause the mounting clip to
   open up and become dysfunctional.
• Do not modify mounting clips.
• Do not mount fixture with less than the minimum number of mounting clips required.
   See mounting clips section for details.
• Do not force alumLEDs into a space that is too small.
• Do not force alumLEDs with cord grip into soffit. (Fig. 3)
• Do not install alumLEDs at an angle within a cove.
   Only install fixtures straight within a cove. (Fig. 4)
• Do not bend extrusion around radius.
• Do not submerge dry or wet location alumLEDs in any liquid.
• Do not install wet location in outdoor coves without proper drainage. (Fig. 5)
• Do not install alumLEDs in any area that is continuously exposed to flowing or pooling
   water, such as underneath drain pipes, sprinklers, fountains, misters, etc.
• Do not cut, puncture, or penetrate alumLEDs aluminum housing, end caps, or lens covers.
• Do not drop, bang, or rest weight upon alumLEDs.
• Do not apply excessive pressure to any part of alumLEDs.
• Do not remove end caps from alumLEDs.
• Do not bend alumLEDs power cord or continuous connector past permitted bend radius.
   Bending past permitted bend radius will break the seal of the cordgrip or damage the
   insulation. (Fig. 6)
   Wet Location: 3.5” minimum bend radius
   Dry Location: 1.5” minimum bend radius
• Do not install alumLEDs in places where the power cord is subject to continuous flexing.
• Do not twist continuous connector or power cord.
• Do not hold, carry, or suspend alumLEDs by the power cord.
• Do not install alumLEDs on ceilings without mounting clips and set screws. (Fig. 7)

Fig. 1 Fig. 2 Fig. 3

Fig. 4 Fig. 5

Fig. 6

Mounting Clip

Set Screw

Fig. 7
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Mounting Fixture

2. Mark location where mounting brackets will be installed. Two assembled brackets are
       included with each fixture.

3. Pre-drill using proper drill bit for surface and screw size.

4. Screw mounting brackets to surface. Tilt fixture to create clearance if necessary.

5. Slide shrink tube over connectors, then connect the male connector from the last fixture of
       run to the female connector on the next run of fixtures. Push and twist cap to lock
       connector. Apply heat to seal shrink tube around connectors.
       Note: Do not use a lighter, flame, or like means to heat shrink tube.

1. Measure area where fixtures will be installed. Use a chalk line to ensure a straight installation.

Sealed connectors

Apply heat

Shrink tube
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Program Mode

PROGRAM MODE
1. Turn on fixture by connecting to power source. The digital menu will display either PXY or
      the most recent scene used.
      Example: P55      

2. Press B to enter program mode. The X value will begin to flash. Set X value by pressing B 
       repeatedly until desired numerical preset value is selected. Refer to the table on the right for
       details on program value functions.

3. After X value is set, press A to toggle to Y value. Set Y value by pressing B repeatedly until
       desired value is selected.

4. After Y value is set, leave buttons alone for 5 seconds until the display stops flashing.
       The program function is now set. The fixture can be turned off or unplugged and it will
       retain the settings until they are changed.

BA

Current selection (X Value) flashes

BA B Button
Cycle through value options

A Button
Cycles through PXY

P Value
X Value

Y Value

BA

Current selection (Y Value) flashes

BA

Program is set (X = 9, Y = 5)

DESCRIPTION OF X & Y VALUES

X VALUE
(Preset Color and Programs)

Y VALUE
(Brightness of Color or Speed of Programs)

    1 Static Red Brightness

    2 Static Green Brightness

    3 Static Yellow Brightness

    4 Static Blue Brightness

    5 Static Magenta Brightness

    6 Static Cyan Brightness

    7 Green, Red, Blue Brightness

    8 Static White Speed

    9 Red, White Speed

    A Green, White Speed

    B Red, Green, White Speed

    C Blue, White Speed

    D Red, Blue, White Brightness

    E Green, Blue, White Brightness

    F Red, Green, Blue, White Speed

    G RGB Chaser, Static White Speed

    H RGBW Fade Speed

    L RGBW Chaser Fade Speed

    P Flashing RGBW Fade Speed
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Design Guidelines (Program Mode)

INDEPENDENT CONTROL (Program Mode)

COLLECTIVE CONTROL (Program Mode)

120V Applications
• All fixtures are controlled collectively using the program settings on the master fixture.

Master Fixture (Program Settings) Slave Fixture (Program Settings Not Required) Slave Fixture (Program Settings Not Required)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

To 120V Power Source To 120V Power Source To 120V Power Source

277V Applications
• All fixtures are controlled collectively using the program settings on the master fixture.
• Up to 12 fixtures can be connected to a single power source.

277V Applications
• Each fixture is controlled independently using the program settings.
• Up to 12 fixtures can be connected to a single power source.

120V Applications
• Each fixture is controlled independently using the program settings.
• Each fixture must be connected to a 120V power source.

Master Fixture (Program Settings) Slave Fixture (Program Settings Not Required) Slave Fixture (Program Settings Not Required)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

To 277V Power Source

Junction Box
(By others)

Program Settings Program Settings Program Settings

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

To 120V Power Source To 120V Power Source To 120V Power Source

Program Settings Program Settings Program Settings

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

Shrink Tube
(Wet Location Only)

To 277V Power Source

Junction Box
(By others)
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Design Guidelines (DMX Controls)

COLLECTIVE CONTROL (DMX Controls)

SEQUENCE CONTROL (DMX Controls)

120V Applications
• All fixtures are controlled collectively using the DMX Controller (DMX-RGB-128C or DMX-RGB-1024C).
• The DMX address of each connected fixture must be set to the same number. Example: 001

120V Applications
• All fixtures are controlled in sequence using the DMX Controller (DMX-RGB-128C or DMX-RGB-1024C).
• The DMX address of each connected fixture must be set in sequence. Example: 001, 004, 007

277V Applications
• All fixtures are controlled collectively using the DMX Controller (DMX-RGB-128C or DMX-RGB-1024C).
• The DMX address of each connected fixture must be set to the same number. Example: 001
• Up to 12 fixtures can be connected to a single power source.

277V Applications
• All fixtures are controlled collectively using the DMX Controller (DMX-RGB-128C or DMX-RGB-1024C).
• The DMX address of each connected fixture must be set in sequence. Example: 001, 004, 007
• Up to 12 fixtures can be connected to a single power source.

DMX Address 001 DMX Address 001 DMX Address 001

Junction Box
(By others)

DMX Controller
(DMX-RGBW-128C

or
DMX-RGBW-1024C) To 120V Power Source To 120V Power Source To 120V Power Source

Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)

Junction Box
(By others)

DMX Controller
(DMX-RGBW-128C

or
DMX-RGBW-1024C)

To 277V Power Source

DMX Address 001 DMX Address 001 DMX Address 001

Junction Box
(By others)

Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)

DMX Address 001 DMX Address 005 DMX Address 009

Junction Box
(By others)

Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)

DMX Controller
(DMX-RGBW-128C

or
DMX-RGBW-1024C) To 120V Power Source To 120V Power Source To 120V Power Source

Shrink Tube (Wet Location Only)

Junction Box
(By others)

DMX Controller
(DMX-RGBW-128C

or
DMX-RGBW-1024C)

To 277V Power Source

DMX Address 001 DMX Address 005 DMX Address 009

Junction Box
(By others)

Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)Shrink Tube (Wet Location Only)
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Signal Amplifier (ALS450T-RGBW-AMP)

3. Mark location where signal amplifier will be installed and pre-drill using proper drill bit
       for surface and screw size. 

1. Determine if ALS450T-RGBW-AMP will be needed. A signal amplifier must be used for
      continuous data runs of more than 60 fixtures or 240’.
      Note: The signal amplifier does not affect the number of fixtures that can be wired to a
                 single power source.

2. A signal amplifier must be used for any data cable run longer than 950’.
       Example: The DMX controller is mounted over 950’ away from the first run.

5. Slide shrink tube over connectors, then connect the male connector from the last fixture of
       run to the female connector on the signal amplifier, then connect the male connector on the
       signal amplifier to the female connector on the next run of fixtures. Push and twist cap to
       lock connector. Apply heat to seal shrink tube around connectors.
       Note: Do not use a lighter, flame, or like means to heat shrink tube.

4. Screw signal amplifier to surface using proper screws for surface.

6. Connect signal amplifier to 120V power source.

Up to 60 Fixtures or 240’ Up to 60 Fixtures or 240’

Signal Amplifier
(ALS450T-RGBW-AMP)
(Sold Separately)

DMX Signal
In

DMX Signal
Out

>950’

Signal Amplifier
(ALS450T-RGBW-AMP)
(Sold Separately)

DMX Signal
In

DMX Signal
Out

DMX Controller
(DMX-RGBW-128C

or
DMX-RGBW-1024C)

Sealed connectors

Apply heat

Shrink tube

Green (Ground)

White (Neutral)

Black (Hot)
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Setup of Controller (DMX-RGBW-128C)

3.  If applicable, connect 12VDC output wires from AC adapter to connector block. Connect the
        black / white wire to Power DC+ and the black wire to Power / Ground. Connect the 
        brown /white wire to DMX Ground, the orange wire to DMX-, and the orange / white wire
        to DMX+ in the connector block. Cap off the five remaining wires.

1. Unbox DMX Controller components. You will need the DMX Controller, power connector,
      and USB cable.

4. Connect AC adapter lead wires to 120V power supply (not included). The dark red wire is
       positive and the blue wire is neutral. Do not invert wires as it may damage the controller.

6. Connect controller via USB cable to a computer with Nicolaudie software installed, then
       program scenes into controller as desired. Remove USB cable after programming is complete.
       Note: Refer to Operating ESA Software for a guide on creating and saving scenes.

8. Remove back plate from front panel. Insert a small flathead screwdriver underneath center
       tab and gently pry until back plate pops up.

9. Insert assembled connector block into the receiving port on the back plate of controller.

AC Adapter

Connector Block

120V AC Input

DMX Controller

1 2 3

1 (Silver Braided / Shield)
2 (Black)
3 (Red)

To Junction Box
(By Others)

Center Tab

Connector Block

Receiving Port

Mounting Screw

Front Panel

DMX Ground (Silver Braided / Shield)

Ground (Black)

DC+ (Black / White)

DMX- (Black)

DMX+ (Red)

Neutral
(Blue)

Positive
(Dark Red)

To 120V Power Source

2. Cut the first female data cable near the connector and strip black jacket, exposing about 1”
       of internal wiring. The first data cable is located underneath the end of fixture with a digital
       interface on the end cap.

5. Install Nicolaudie Easy Stand Alone software to your device.  
       Link: https://www.nicolaudie.com/en/esa.htm

10. Mount controller interface onto the electrical box. If applicable, mount EU to US adapter
         (by others) to J-Box, then mount back plate to adapter. Secure with at least two screws,
         then snap the front panel onto the back plate. Wait at least 30 seconds for the touch
         sensitivity to adjust.

7. Mount an electrical box (not included) to the wall where controller will be mounted. 
      The controller fits on a standard 60mm electrical box with an EU to US adpater (by others).    
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Wiring Diagram (DMX-RGBW-128C)

RGBW Lighting

Detail A

Wall Controller
(DMX-RGBW-128C)

(Back View)

Positive
(Dark Red)

AC Adapter

Neutral
(Blue)

USB Cable

To 120V Power Source

To PC

To 120V Power Source
For 277V applications, cut off power 
plug and wire to J-box (by others)

Detail B

DMX Ground (Silver Braided / Shield)

Ground (Black)

DC+ (Black / White)

DMX- (Black)

DMX+ (Red)

Detail A: Ethernet Connection to Connector Block Detail B: Digital Interface

BA

DMX Address
(Example: 001)
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Setup of Controller (DMX-RGBW-1024C)

3. Connect 12VDC output wires from AC adapter to connector block. Connect the silver braided
       wire to DMX Ground, the black wire to DMX-, and the red wire to DMX+ in the connector block.

1. Unbox DMX controller components. You will need the DMX controller, power connector,
      software CD-ROM, and USB cable.

6. Connect controller via USB cable to a computer with Nicolaudie software installed, then
       program scenes into controller as desired. Remove USB cable after programming is complete.
       Note: See Operating ESA Software for a guide on creating and saving customized scenes.

12. Remove back plate from front panel. Slide back plate towards the bottom of the controller
         to disengage the slide lock, then gently remove back plate from front panel. Route wiring
         from electrical box through the large hole in the back plate of controller.

4. Connect power plug to standard 120V outlet.

11. Download DMX Lightpad 3 or Easy Remote to a mobile device and connect the device to 
        the same network. The app will automatically detect the controller.

10. Confirm the controller is connected to the network by holding the standby button for 
         3 seconds until menu appears on screen. Use the arrow buttons to toggle through the menu
         to Ethernet section. Press the middle “stick” button on the controller to select choice.
         Toggle through the menu until either DHCP Success or DHCP Fail appears. If DHCP Fail 
         appears, the controller is likely being blocked by a firewall.

9. To connect controller to a network, connect one end of an RJ45 Ethernet cable to the
       Ethernet port on the controller (bottom port). Connect the other end of the cable to a router
       or switch. The controller should connect to the network automatically.

2. Cut the first female data cable near the connector and strip black jacket, exposing about 1”
       of internal wiring. The first data cable is located underneath the end of fixture with a digital
       interface on the end cap.

DMX Controller

AC Adapter

Connector Block

Power Plug

1 2 3

1 (Silver Braided / Shield)
2 (Black)
3 (Red)

To Junction Box
(By Others)

DMX Ground (Silver Braided / Shield)

Ground (Black)

DC+ (Black / White)

DMX- (Black)

DMX+ (Red)

Receiving Port

DMX Output Port

Connector Block

Slide Lock

Slide Lock

8. Insert assembled connector block into the receiving port on the back of controller.

7. Mount an electrical box (not included) into the wall where controller will be mounted. 

13. Mount controller interface onto the electrical box. Secure with at least two screws, then
         snap the front panel onto the back plate. Wait at least 30 seconds for the touch sensitivity
         to adjust.

5. Install Nicolaudie Easy Stand Alone software to your device.  
       Link: https://www.nicolaudie.com/en/esa.htm
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Wiring Diagram (DMX-RGBW-1024C)

Wall Controller
(DMX-RGBW-1024C)

(Back View)

AC Adapter

To PC

To Ethernet Conenction

USB Cable

To 120V Power Source

RGBW Lighting

Detail B

Detail A

To 120V Power Source
For 277V applications, cut off power 
plug and wire to J-Box (by others)

BA

Detail B

DMX Address
(Example: 001)

To DMX Controller To ALS450T Signal ConnectorMake connection if applicable

Detail A: DMX Signal to Ethernet B Adapter

ETHERNET ADAPTER SETUP

Wall Controller
(DMX-RGBW-1024C)

(Back View)

AC Adapter

To PC

To Ethernet Conenction

USB Cable

To 120V Power Source

RGBW Lighting

Detail B
To 120V Power Source
For 277V applications, cut off power 
plug and wire to J-Box (by others)

J-Box (By Others)

Detail A

BA

Detail B

DMX Address
(Example: 001)

Ground (Silver Braided)

Ground (Black)

DC+ (Black / White)

Negative (Black)

Positive (Red)

Detail A: Ethernet Connection to Connector Block

HARDWIRE SETUP
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Operating ESA Software (1 of 2)

7a. The program will open to a blank show file by default. Patch each fixture to the DMX
         universe using the previously set DMX addresses. Under the Scan Library menu, in the
         generic folder, select “rgbw”. This tells the software that a 4 channel RGBW fixture is
         connected to the controller. The below diagram illustrates how to patch fixture #1. If all
         fixtures will be controlled together, skip step 7b.

6b. If each fixture will be controlled independently, set the DMX start addresses in sequence.
         The start address controls the first channel (Red) of the RGBW fixture. The second, third,
         and fourth channels (Green, Blue, White) will automatically be detected by the software
         and assigned DMX addresses within the DMX universe, which will be detailed later.
         Example: Three ALS450T-RGBW fixtures. Set the DMX start address of the first fixture
                           to 001. Set the DMX start address of the second fixture to 005. Set the DMX
                           start address of the third fixture to 009, and so on. Refer to the below diagram.

Generic 4 Channel
RGBW Fixture

DMX Universe
Leave as default (1)

Number of fixtures
with this address (1)

Click Patch after
information is complete

Generic Folder

First DMX Channel
Enter DMX Address of fixture 1 (1)

Patch Fixture #1
(DMX Address: 1)

Wall Controller
(DMX-RGBW-128C

or 
DMX-RGBW-1024C)

Fixture #1 (ALS450T-RGBW)

Fixture #2 (ALS450T-RGBW)

Fixture #3 (ALS450T-RGBW)

DMX Addresses:
Channel 1 (Red): 001 (Start Address)
Channel 2 (Green): 002 
Channel 3 (Blue): 003
Channel 4 (White): 004

DMX Address 001

DMX Address 001

DMX Address 001

DMX Addresses:
Channel 1 (Red): 001 (Start Address)
Channel 2 (Green): 002 
Channel 3 (Blue): 003
Channel 4 (White): 004

DMX Addresses:
Channel 1 (Red): 001 (Start Address)
Channel 2 (Green): 002 
Channel 3 (Blue): 003
Channel 4 (White): 004

2. Connect controller via USB cable to a computer with Nicolaudie software installed, then
       open software. The controller does not need to be powered to be programmed; however
       it is recommended to create scenes while controller and lighting are connected to a
       computer. This provides instantaneous feedback while creating scenes.

3. The program will display a prompt to select your favorite operating mode. Select the STICK2
       or STICK3A option and click OK.

4. Set DMX address for each fixture connected to the controller. Set DMX address using digital
       interface on end cap of fixture.
       Example: PXY value is 001. DMX address is 1.

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value X Value Y Value

5. If all fixtures will be controlled together, continue to step 6a. If each fixture will be
       controlled independently, continue to step 6b.

6a. If all fixtures will be controlled together, set the DMX start address of each fixture to 001.

Wall Controller
(DMX-RGBW-128C

or 
DMX-RGBW-1024C)

Fixture #1 (ALS450T-RGBW)

Fixture #2 (ALS450T-RGBW)

Fixture #3 (ALS450T-RGBW)

DMX Addresses:
Channel 1 (Red): 001 (Start Address)
Channel 2 (Green): 002 
Channel 3 (Blue): 003
Channel 4 (White): 004

DMX Address 001

DMX Address 005

DMX Address 009

DMX Addresses:
Channel 1 (Red): 005 (Start Address)
Channel 2 (Green): 006
Channel 3 (Blue): 007
Channel 4 (White): 008

DMX Addresses:
Channel 1 (Red): 009 (Start Address)
Channel 2 (Green): 010
Channel 3 (Blue): 011
Channel 4 (White): 012

1. Install Nicolaudie Easy Stand Alone software to your device.  
      Link: https://www.nicolaudie.com/en/esa.htm
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Operating ESA Software (2 of 2)

7b. Patch fixture #2 and fixture #3.

8. To create a custom scene, click on the Editor tab at the top left of the interface. 
       A new, blank scene named New Scene will appear by default. 

9. Each scene is made up of a series of steps. Create steps using the Steps menu on the upper
      right of the interface.

10. Set the color value of each channel for each step. Under the DMX Universe 1 tab, channel
         1 - 4 controls the RGBW value of fixture #1. Channel 5 - 8 controls the RGBW value of
         fixture #2. Channel 9 - 12 controls the RGBW value of fixture #3. Use the slider to set
         each light level or enter light level in the light level display. Use the arrows at the top and
         bottom of slider track to fine tune the value.
         Example: Channel 1 controls fixture #1 Red value (65). Channel 6 controls fixture #2
                           Green value (65). Channel 11 controls fixture #3 Blue value (65).

11. After setting RGBW values, set fade time and hold time in the Steps menu in the upper right
        of the interface. Double click 00m00s00 under Fade Time, then use the arrow keys to set
        desired time in minutes and seconds. Double click 00m00s00 under Hold Time, then use
        the arrow keys to set desired time. Double click Dimmer to set brightness value.
        Example: Fade Time: 00m02s00 (2 seconds). Hold Time: 00m04s00 (4 seconds).
                          Dimmer: 100 (100% brightness).

12. Create additional steps as needed by repeating steps 9 - 11. Play your scene and make
         adjustments to the parameters as desired. When a scene is complete, save as a Show File
         (.dlm) as a backup on your computer. Create up to 24 scenes using the Editor tab.

13. Save scenes to the DMX Controller by using the Stand Alone tab in the upper left of the
         interface. Click the write memory button, then click OK. The program will write the scenes
         into the controller to be used independently from the computer.
         Note: Writing the memory will erase all factory-programmed scenes from the controller.

Patch Fixture #2
(DMX Address: 5)

Patch Fixture #3
(DMX Address: 9)

New Scene

Rename Scene

Trigger
Import Scene

Play / Stop Fade On / Off

Set LevelsAdd New Step
Record DMX In LevelsCopy Step Dimming Value

Increase Level +1

Slider

Decrease Level -1

Light Level Display

Channel 1: Red

Channel 2: Green

Channel 3: Blue

Channel 4: White

Channel 5: Red

Channel 6: Green

Channel 7: Blue

Channel 8: White

Channel 9: Red

Channel 10: Green

Channel 11: Blue

Channel 12: White

Step Number
Fade Time Hold Time Dim Level

Total memory usage.
Create up to 2556 steps across 24 scenes.

Uncheck if controller will be used
exclusively while connected to a PC
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Troubleshooting

1. Check DMX data wire continuity before connecting lighting or controller to power source.
      Check that data cable is correctly wired to controller before connecting to power source.

2. If fixture does not respond to controller commands:
      • There could be a problem with the data cable. Check for tears, cuts, pinches, or crushes.
      • DMX address could be set improperly. Check that DMX address on each fixture and
         addressing settings in controller program software are correct.
      • Signal connections at continuous connectors are not set properly. 
         Check that all connections are secure and not loose or broken.

3. If fixture is displaying erroneous colors / scenes:
      • Check to make sure each fixture is set uniformly to either a DMX address or program.
         All fixtures controlled by a DMX controller must be set to a DMX address. All fixtures 
         controlled by program mode must be set to a program.
      • the DMX signal might need to be terminated. If your daisy chain is longer than 60’, it
         needs to be terminated at the last fixture.


