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FEATURES White Satin Black
APPLICATIONS Direct Lighting (WH) (SA) (BK)
LAMP TYPE High Output LEDs (No Mercury) AIRCRAFT CABLE LENGTHS*?
CRI >90 (High Output) e 1
LENS 100% Frosted (No Pixelation: Line of Light) ‘l |
LENGTH*' Standard Lengths: 4' and 8'

(Seamless lengths possible with ALS500T-DPM-SL-CC)

CONSTRUCTION

Aluminum Extrusion

WEIGHT 1.32 lbs per foot
MOUNTING Aircraft Cable
Dry Location
1y Sk e
UL2108, CSA C22.2 #9
INSTALLATION Link to Installation Instructions
ELECTRICAL
DIMMING 0-10V, Lutron, DMX, DALI

MAXIMUM RUN

40' (4W, W, 6W, 8W), 26' (12W)

(
))

Aircraft Cable

(ALS500T-DPM-AC-X)
(X=12", 18", 24", 36", 50", 72", 100", or 120")

PRIMARY VOLTAGE
SECONDARY VOLTAGE
DRIVER

120V - 277V (UNV)
24VDC

Integral or Remote Driver
Operating / Startup: -20° to 48°C (-4° to 120°F)
Storage: -40° to 76°C (-40° to 170°F)

TEMPERATURE RATINGS

WATTS LUMINAIRE FIXTURE

SERIES FINISH PC FINISH*' ACLENGTH CCT LED PER FOOT DIMMING LISTING 0 TacE LENGTHS
ALS500T-DPM - - - - - - - DRY - UNV -
ALS500T-DPM White White (WH) 12" 2400K (2.4K)  Red (R) 4 Watts: 396 Lumens/ft (4W) 0-10V: 100% - .1%  Indoor 120V- 277V Specify Length
100% Frosted Lens (WH) Satin (SA) 18" 2700K (2.7K)  Green (G) 5 Watts: 495 Lumens/ft (5W) (10V) (DRY) Line Voltage*®  In Feet & Inches
No Pixelation: Line of Light o - Black*? (BK) 24" 3000K (3.0K)  Blue (B) 6 Watts: 594 Lumens/ft (6W) 188 0-10V (UNV) Example: 78"
(SA) 36" 3500K (3.5K)  Amber (A) 8 Watts: 792 Lumens/ft (8W) (JA8-10V)
Black 50" 4000K (4.0K) 12 Watts: 1188 Lumens/ft (12W)  Jpo g0
(BK) 72" 4500K (4.5K) Wire Remote Driver*?
100" 5000K (5.0K) (JA8-LTEA)
120" 5700K (5.7K) DMX-512** (DMX)

DALI* (DALI)

*3 Default DMX address of each fixture is 001. Consult third party DMX commissioner to modify at time of installation. Minimum fixture length: 2'
**DALI commissioning to be performed by a third party at time of installation. CALI does not provide DALI commissioning. Minimum fixture length: 2'
*5 Integral drivers wattage sized based on length of run. Example: 5' run x 4 watts per foot = 20 watts. Driver will be sized to 20 watts maximum.

*¢ End Caps add 0.12" to overall length of fixture.

Note: Maximum length for line voltage (Integral Driver) Is 320 watts per run.
Example: 320 watts + 8 watts per foot = 40 feet max run.

*1 Standard Power Connector Finish: Black if left blank

*Z (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4UTUKL-CV240
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ACCESSORIES (sold Separately) LAMP SPECIFICATIONS
LAMP NUMBER  COUGR TEUPERATURE  PERWATT  COMPLIANT LED LIFE
2.4K 2400K Incandescent White 96 Yes 60,000 hrs.
2.7K 2700K Warm White 94 Yes 60,000 hrs.
3.0K 3000K Warm White 97 Yes 60,000 hrs.
3.5K 3500K Neutral White 99 Yes 60,000 hrs.
4.0K 4000K Neutral White 100 No 60,000 hrs.
4.5K 4500K Neutral White 104 No 60,000 hrs.
Continuous Connection System 5.0K 5000K Cool White 108 No 60,000 hrs.
::2::3:3 gtl:ufnliesn(;)ths longer than §) 5.7K 5700K Cool White 106 No 60,000 hrs.
R Red (621nm) 60 No 40,000 hrs.
MOUNTING OPTIONS (Sold Separately) 30— 6 Green (535nm) 139 No 40,000 hrs.
.l 1%0 ) ‘l | ) B Blue (470nm) 40 No 40,000 hrs.
A Amber (589nm) 128 No 40,000 hrs.
T Consult factory for cooler white color temperatures.
X
L LN PART NUMBER WEIGHT ﬁruElts:::Y f::gﬂ 2’;&‘:;}\( UNIT
ALS500T-DPM-CN-X  0.181 lbs each N/A Each
v ALS500T-DPM-AC-X  0.084 lbs each* N/A Specify on Page 1 N/A Each
g ALS500T-DPM-SL-CC  0.242 lbs each N/A N/A Each
Aircraft Cable Canopy *Weight based on 1" assembly. Cable coupler and gripper weigh 0.077 lbs. Cable weights 0.007 lbs per foot.
(ALS500T-DPM-AC-X) (ALS500T-DPM-CN-X)
(X = Specify Length) (X = Specify Finish)
2.48"
Assembled End View

DESIGN GUIDELINES

Individual Fixture (Up to 8')
Detail A

)

Continuous Run with 1 Continuous Connector

Continuous Runs with multiple Continuous Connectors
r Detail A

Detail B

/ a "

Detail A Detail B Detail B

Power Connector Continuous Connection Side View

(ALS500T-DPM-PC) (ALS500T-DPM-SL-CC)
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