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• Indirect, knife edge, linear lighting system with dual light source.
• Mud-In application for seamless appearance.
• Best used with new construction. The cove system must be constructed
   to accommodate the luminaire.
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GENERAL FEATURES
APPLICATIONS Knife Edge Cove Lighting

LENS Clear

LENGTH Built to Order (± 0.25” Tolerance)

CONSTRUCTION Aluminum Extrusion

FINISH White Powder Coated

DRIVER Remote

WEIGHT 1.5 lbs per foot

MOUNTING Direct Mount / Mud-In

LISTING

Dry or Damp Location
UL1598, CSA C22.2#250.0
UL8750, CSA250
UL2108, CSA C22.2 #9

TEMPERATURE 
RATINGS

Operating / Startup: -20° to 48°C (-4° to 120°F)

Storage: -40° to 76°C (-40° to 170°F)

INSTALLATION Link to Installation Instructions

MADE IN U.S.A.
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HOW TO ORDER
Generate product code based on specification options.
Example: ALS500T-KNF-35K-3W-3W-10V-1%-DRY-UNV

1

Specify Run Lengths.
Example: 35’ Run with 2 Mitered Corners.

2

Specify location of Mitered Corners, if applicable.
Example: 12’ + 90D + 18’ + 90D + 4’.

3

Specify Accessories.
Note: Refer to Accessories page or Installation Instructions to determine 
number of End Caps, Jumper Cables, or other accessories needed.

4
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Features & Specifications

SPECIFY PRODUCT CODE | CHOOSE FROM DROP DOWNS

SERIES CCT LED WATTS PER FOOT
(Light Source A)*1

WATTS PER FOOT
(Light Source B)*1 DIMMING LISTING LUMINAIRE 

VOLTAGE*7
LUMINAIRE
LENGTH

ALS500T-KNF

ALS500T-KNF 2400K (24K) 2 Watts: 254 Lumens/ft*2

(2W)
2 Watts: 254 Lumens/ft*2

(2W)
0-10V: 100% - .1%
(10V)

Indoor
(DRY)

120 - 277 Volts
Line Voltage*8

(UNV)

Specify Length in 
Feet & Inches
Example: 12’7”

2700K (27K)

3000K (30K) 3 Watts: 381 Lumens/ft*2

(3W)
3 Watts: 381 Lumens/ft*2

(3W)
0-10V: 100% - 1%
(10V-1%)

Outdoor
(DAMP)3500K (35K) 120 Volts

Line Voltage*8

(120V)
4000K (40K) 4 Watts: 508 Lumens/ft*2

(4W)
4 Watts: 508 Lumens/ft*2

(4W)
0-10V: 100% - 10%
(10V-10%)4500K (45K)

5000K (50K) 5 Watts: 635 Lumens/ft*2

(5W)
5 Watts: 635 Lumens/ft*2

(5W)
Hi-Lume 1% 2 Wire*3

(LTEA)5700K (57K)

Red (R) 6 Watts: 762 Lumens/ft*2

(6W)
6 Watts: 762 Lumens/ft*2

(6W)
Hi-Lume 1% 3 Wire*4

(L3DA)Green (G)

Blue (B) 8 Watts: 1016 Lumens/ft*2

(8W)
8 Watts: 1016 Lumens/ft*2

(8W)
JA8 0-10V (JA8-10V)

Amber (A) JA8 Hi-Lume 1% 2 Wire
(JA8-LTEA)12 Watts: 1524 Lumens/ft*2

(12W)
12 Watts: 1524 Lumens/ft*2

(12W) DMX-512*5 (DMX)

No Light Source (NLS) No Light Source (NLS) DALI*6 (DALI)

-- - - - - -

*1 Select Watts per Foot for one or both light sources.
    If no light source will be used, select No Light Source (NLS).
*2 Lumens/ft based on 3.5K CCT LED. Example: 127 Lumens x 4 Watts = 508 Lm/ft.
    If both light sources are in use, add the wattage and lumens together.
    Example: 3W: 381 Lm/ft + 5W: 635 Lm/ft = 8W, 1016 Lm/ft.
*3 (LTEA) 40 watt max Lutron Hi-Lume 1% 2 Wire #LTEA4U1UKL-CV240
*4 (L3DA) 40 watt max Lutron Hi-Lume 1% 3 Wire #L3DA4U1UKL-CV240

*5 Default DMX address of each luminaire is 001.
    Consult third party DMX commissioner to modify at time of installation.
*6 DALI commissioning to be performed by a third party at time of installation. 
     CALI does not provide DALI commissioning.
*7 Only select 120V if using Lutron LTEA dimming option is selected.  Select UNV for all other dimming options.
*8 Remote drivers wattage sized based on length of run.
    Example: 10’ run x 6 watts per foot = 60 watts. Driver will be sized to 60 watts maximum.

LAMP SPECIFICATIONS
LAMP
NUMBER

CORRELATED COLOR 
TEMPERATURE (CCT) DESCRIPTION L70

LED LIFE

24K 2400K Incandescent White

60,000 hours

27K 2700K Warm White

30K 3000K Warm White

35K 3500K Neutral White

40K 4000K Neutral White

45K 4500K Neutral White

50K 5000K Cool White

57K 5700K Cool White

R Red 621nm

40,000 hours
G Green 525nm

B Blue 470nm

A Amber 589nm

ELECTRICAL
DIMMING 0-10V, Lutron, DMX, DALI

MAXIMUM RUN
(Class 2 Applications)

21’ (4W), 14’ (6W), 10’ (8W),
8’ (10W), 7’ (12W), 5’ (16W), 3’ (24W)

LUMINAIRE VOLTAGE
120V - 277V (UNV): 0-10V, DMX, DALI

120V: Lutron LTEA Only

LAMP FEATURES
LAMP TYPE High Output LEDs (No Mercury)

CRI > 90

EFFICACY 127 Lumens per Watt (Based on 35K CCT LED)

3” Min.
18” Max.

A: Light Source A shines upward and out.
B: Light Source B shines upward and in.
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Accessories

90° Internal Corner
(ALS500T-KNF-90D-IN)

90° INTERNAL MITERED CORNER

PART # QTY.

ALS500T-KNF-90D-IN /

Note: Luminaire Specification options will be matched.

90° EXTERNAL MITERED CORNER

PART # QTY.

ALS500T-KNF-90D-EX /

Note: Luminaire Specification options will be matched.

90° External Corner
(ALS500T-KNF-90D-EX)

JUMPER CABLE

PART # LENGTH QTY.

ALS500T-KNF-CC - /

Note: Jumper Cable sold as a pair.

Quick Connect Jumper Cable
(ALS500T-KNF-CC-X) X = Specify Length

Standard End Cap
(ALS500T-KNF-EC)

Note: Specify 1 End Cap for each run termination.
Refer to Configurations for additional details.

STANDARD END CAP

PART # QTY.

ALS500T-KNF-EC /
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LINEAR CONFIGURATION

8’ 8’ 3’6”

19’6”

End CapC

Standard LengthA Custom LengthB Mounting SurfaceI

MITERED CONFIGURATION
Mounting SurfaceI

8’

8’

1’

Mitered CornerD

End CapC

1’

6’

Mitered CornerD

Custom LengthB

JUMPER CONFIGURATION

8’ 8’

Jumper CablesEStandard LengthA End CapC

ObstacleJ

Mounting SurfaceI

POWER DISTRIBUTION

To Power Source

DriverF

To Power Source

Continuous ConnectionG

Circuit #1H

(Gray)

Circuit #2H

(White)

DriverF

Mounting SurfaceI

KEY
A Standard Length: Luminaire runs are constructed in 8’ segments.

B
Custom Length: Any required length that is not 8’. Typically the last 
segment of a run. 

C End Cap: Used to terminate a run.

D
Mitered Corner: Standard 90° Mitered Corner. Custom angles available 
upon request.

E
Jumper Cable: Used to connect two luminaires with a gap between.
Each jumper connection requires two cables, one for each light source.

F
Driver: The driver is typically mounted on top of the first luminaire 
segment of a run. The driver may also be mounted elsewhere. Each run 
typically has its own driver.

G
Continuous Connection: Each luminaire segment is built with quick 
disconnects to easily connect to the next segment in line.

H
Circuits: Example U-Shaped run exceeds Max Run lengths and is split 
into two circuits, each with their own driver. Max Run lengths vary by light 
source. See individual light source specifications for details.

I
Mounting Surface: Luminaire is mounted directly to a surface such as 
wood or metal wall studs.

Note: Drawings not to scale.

Configurations
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