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FEATURES 10V- (Orange)

APPLICATIONS Low Voltage Lighting DIMENSIONS

CONSTRUCTION Black Plastic Base with Cloudy Plastic Cover | 6.03"

FINISH Black / Cloudy }».85" i 4.33" i 85"

WEIGHT 0.26 Ibs (120g) ®d o8

MOUNTING Mounting Holes Inside Enclosure T 1.96" ——
DIMMING CONTROL CHARACTERISTICS % 1.18" 1.96* 1—‘%
DIMMING PROTOCOL 0-10v H1e) O J "]L
DIMMING RANGE 100% - 0.1%

DIMMING CURVE t:j::hmm (Defautt) SERIES MODULE DIMMING E'E“;'C‘:E'::;TAGE
CONTROL CHANNELS 1 DRV - Hop . 1ov .

0-10V CURRENT DRAW 0.6mA typically, 2mA Max DRy iﬁ’g‘gf ?1(1)3\)/ ?.'1];/:)' 100%
INPUT

INPUT VOLTAGE 12- 28V DC

MAX INPUT CURRENT 8 Amps

OUTPUT

OUTPUT VOLTAGE 12- 28V DC

OUTPUT POWER 200W

AUX OUTPUT VOLTAGE 12 - 28V DC
AUX OUTPUT CURRENT 180mA @ 12V, 90mA @ 24V

AUX OUTPUT POWER 2w

TECHNICAL SPECIFICATIONS

CLASS 2

RATING Indoor

LISTING UL 8750, UL 1310

OPERATING TEMPERATURE -20°C to +50°C

TCASE 65°C Maximum

ROHS RoHS3 (Directives 2011/65/EU-2015/863/EU)
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