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ELECTRICAL

festLITE is available with 24 volt LEDs. festLITE is a 20 
amp system (12 gauge wire). Our standard transformer 
primary side voltage is 120 or 277 Volts. Consult factory 
for other voltages.

ACCESSORIES (Not Included)

APPLICATIONS

Designed for indoor use, festLITE is ideal for many 
applications including the amusement, recreation, and 
architectural industries. festLITE is excellent for cove 
lighting, undercabinet lighting, accent lighting, and many 
more applications.

festLITE is used in: Restaurants, Casinos, Retail Stores, 
Shopping Malls, Hotels, Homes and many more.

FEATURES 

LED SPECIFICATIONS

	 APPLICATIONS	 Indirect, Cove, Accent Lighting
	 VOLTAGE	 24VDC 
	 SOCKET BASE	 Festoon
	 LENGTH	 Built to Order
	VIEWING ANGLE	 220
	 WATTS	 .86W Per LED
	 MAX LAMPS	 200 LEDs Per Run
	 LISTING	 Dry Location
	 CRI	 > 80
	 EFFICACY	 76 Lumens Per Watt
	 DIMMING	 Forward Phase (TRA)
		  0-10V (TRA-E)
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Power Connector
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End Cap
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Junction Box
(#FL4000-JB)
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Flexible Corner Connector
(#FL4000-CC)

LAMP DESCRIPTION LED LIFE

LED-2.4K 2400K Incand. White 60,000hrs.

LED-2.7K 2700K Warm White 60,000hrs.

LED-3.0K 3000K Warm White 60,000hrs.

LED-3.5K 3500K Warm White 60,000hrs.

LED-5.0K 5000K Cool White 60,000hrs.

LED-R Red 100,000hrs.

LED-G Green 100,000hrs.

LED-B Blue 50,000hrs.

LED-A Amber 100,000hrs.

HOW TO ORDER OR SPECIFY Product Code: (Fill in the Blanks)

FL4000-X700 DRY

SERIES LED SPACING LAMP DRY OR WET DIMMING

Ex: FL4000-X700 2” LED-2.4K DRY DM

FL4000-X700 2” O/C (4.3W)
(327 Lumens/ft)*

LED-2.4K Indoor (DRY) Forward Phase
(FP)LED-2.7K

3” O/C (3.44W)
(262 Lumens/ft)

LED-3.0K 0-10V
(10V)LED-3.5K

4” O/C (2.58W)
(197 Lumens/ft)

LED-5.0K Leave Blank For 
Non-DimmingLED-R

6” O/C (1.72W)
(131 Lumens/ft)

LED-G

LED-B

LED-A

____________ - __________ - ___________ - ________ - __________

* Nominal spacing 2” = 2.5”
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