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NOT TO SCALE

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

6” increments up to max run
*See max run for more information

6”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information
(Run lengths required)

2”

3.9” or 6.5”

6.5”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

8’ Maximum extrusion and lens length

8’ Maximum extrusion and lens length
(Dry Location field cuttable)

Lens and extrusion shipped in 
8’ sections (field cuttable)

8’ Maximum extrusion and lens length

3.95” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

3.95”

LLED8400 --->

LLED8000 --->

LLED8200 --->

LLED8300 --->

LLED8500 --->

LLED8100 --->

Specify Length (19.7”Assembly Increments)
(Add 2.5” to run for end cap and strain relief)

.75”

5.5W

.78”

.52”
*1.5W, 2.5W, 
3.6W, 4.5W

.47”

.36”

 6.5” (2.5W) or 3.9” (5.5W) increments up to max run
± 0.125” cutting tolerance

*See max run for more information

6.5“  increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

6” increments up to max run
*See max run for more information

6”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information
(Run lengths required)

2”

3.9” or 6.5”

6.5”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

8’ Maximum extrusion and lens length

8’ Maximum extrusion and lens length
(Dry Location field cuttable)

Lens and extrusion shipped in 
8’ sections (field cuttable)

8’ Maximum extrusion and lens length

3.95” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

3.95”

LLED8400 --->

LLED8000 --->

LLED8200 --->

LLED8300 --->

LLED8500 --->

LLED8100 --->

Specify Length (19.7”Assembly Increments)
(Add 2.5” to run for end cap and strain relief)

.75”

5.5W

.78”

.52”
*1.5W, 2.5W, 
3.6W, 4.5W

.47”

.36”

 6.5” (2.5W) or 3.9” (5.5W) increments up to max run
± 0.125” cutting tolerance

*See max run for more information

6.5“  increments up to max run
± 0.125” cutting tolerance

*See max run for more information

lipLEDs™
Specification Grade M
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	 APPLICATIONS	 Accent, Decorative Lighting
	 VOLTAGE	 24VDC
	 LAMP TYPE	 LEDs
	 DIMMING	 Forward / Reverse Phase (DRV-E)
		  0-10V (DRV-E)   
		  Hi-lume 1% A Series (LTEA)
		  Hi-lume 1% (L3DA)
		  Hi-Lume Premier 0.1% JA8 (L3D0)
		  JA8 0-10V (JA8-10V)
		  JA8 2 Wire (JA8-LTEA)
	 LENGTH	 Built to Order
	 MOUNTING	 Mounting Channel
	 CRI	 > 90
	 EFFICACY	 95 Lumens per Watt
	 VIEWING ANGLE	 120 Degrees
	 L70 LED LIFE	 60,000 hrs.
	 MAXIMUM RUN*1	 18’ (6.5W), 21’ (5.5W), 26’ (4.5W)
		  33’ (3.6W), 36’ (1.5W, 2.5W)
	 LISTING	 Dry or Wet (IP65 or IP67) Location
		  UL2108, CSA C22.2#9
		  UL8750, CSA250

ELECTRICAL

ACCESSORIES (Sold Separately)

FEATURES 

Consult factory for cooler white color temperatures

LAMP SPECIFICATIONS
LAMP NUMBER DESCRIPTION

LED-2.4K 2400K Warm White

LED-2.7K 2700K Warm White

LED-3.0K 3000K Warm White

LED-3.5K 3500K Neutral White

LED-4.0K 4000K Cool White

LED-4.5K 4500K Cool White

LED-A*5 Amber

LED-R*5 Red

LED-G*5 Green

LED-B*5 Blue

NOTE: Shrink tube included for Wet Locations

(Based on 5 amps)

± .015” tolerance

Power Connector
(#LLED8000-PC)

LLED8050

LLED8550

LLED8350

1.5”33”

LLED8050

LLED8650

LLED8000

LLED8500

LLED8300

LLED8600

LLED80x0

LLED85x0

LLED83x0

LLED86x0

1.5”33”

1.5”33”

LLED8550

LLED8650

33”

33”

1.5”33”

33”

1.5”33”

1.5”33”

1.5”33”

LLED8500

LLED8300

LLED8600

33”

33”

33”

3”

3”

3”

3”

1.5”33”

LLED8350

33”

33”

Continuous Connector
(#LLED8000-CC)

LLED8050

LLED8550

LLED8350

1.5”33”

LLED8050

LLED8650

LLED8000

LLED8500

LLED8300

LLED8600

LLED80x0

LLED85x0

LLED83x0

LLED86x0

1.5”33”

1.5”33”

LLED8550

LLED8650

33”

33”

1.5”33”

33”

1.5”33”

1.5”33”

1.5”33”

LLED8500

LLED8300

LLED8600

33”

33”

33”

3”

3”

3”

3”

1.5”33”

LLED8350

33”

33”

lipLEDs is a 24 Volt system that requires a 24VDC (secondary side) 
transformer. The standard primary side voltage on our transformers 
is 120V or 277V. Consult factory for other primary side voltages.  
See transformer brochure for additional information.
lipLEDs remote drivers are available with 120V or
277V primary voltage and 24VDC secondary voltage.

LLED8000-MIR

MOUNTING OPTION

LLED8000-MIR

SERIES OPTICS WATTS
PER FOOT DIMMING LAMP LISTING FINISH

Ex. LLED8000-MIR F 4W 10V LED-3.5K DRY BK

LLED8000-MIR Clear Lens 
(CL)

1.5 Watts
(1.5W)

Forward / Reverse Phase 
(DM)

LED-2.4K Indoor 
(DRY)

Natural 
Silver (NA)*7LED-2.7K

50% Semi-
Frosted Lens

(SF)

2.5 Watts
(2.5W)

0-10V: 100% - 10%
(10V)

LED-3.0K Outdoor IP65
(WET)*6

Polished (PA)

LED-3.5K White (WH)

3.6 Watts
(3.6W)

0-10V: 100% - 1%
(10V-1%)

LED-4.0K Outdoor IP67
(WET-IP67)*6

Satin (SA)

100% Frosted 
Lens: Line 
of Light (F)

LED-4.5K Black (BK)

4.5 Watts
(4.5W)

Hi-Lume 1% 2 Wire*2 
(LTEA)

LED-A*5 Green (GN)

LED-R*5 Red (RD)

5.5 Watts
(5.5W)

Hi-Lume 1% 3 Wire*3 
(L3DA)

LED-G*5 Silver (SR)

LED-B*5

6.5 Watts
(6.5W)

Hi-Lume Premier 0.1% 
JA8*4 (L3D0)

JA8 0-10V
(JA8-10V)

JA8 2 Wire
(JA8-LTEA)

Leave Blank for 
Non-Dimming

__________ - ______ - _________ - __________ - ______ - ______ - _______
SPECIFY PRODUCT CODE (Use drop down menu to complete table or fill in the blanks)

*1 Maximum run based on 4 amps for class II applications: 14’ (6.5W), 17’ (5.5W), 21’ (4.5W), 26’ (3.6W), 36’ (1.5W, 2.5W)
*2 (LTEA) 40 watt max Hi-Lume 1% LTEA2W #LTEA4U1UKL-CV240
*3 (L3DA) 40 watt max Hi-Lume 1% L3DA3W #L3DA4U1UKL-CV240
*4 (L3D0) 96 watt max Hi-Lume Premier 0.1% #L3D0-96W24V-U
*5 Amber, Red, Green, and Blue LEDs only available in 2.5W and 5.5W
*6 Run lengths required for Wet Location products (Specified lengths ship assembled with outdoor rated wire)
*7 Standard Finish: Natural Silver if left blank

Aluminum Extrusion
(LLED8000-MIR)

Frosted Lens
(LLED8000-MIR-F)

LED Lightstrip
(LLED8000)

1.56”

.85”

.60”

.73”

END VIEW

1/8” Mud-In

5/8” Drywall

Mud-In
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