
Electronic Transformer
(#TRAXXX-E-UNV-24VDC-10V)

(XXX = Specify Wattage)

Address Setting Panel

Power Supply Input Connector
Output Connector

DMX Signal Input Connector

DMX Signal Output Connector
1 2 3 6 8 9 10754

1.30”

6.94”

1.64”

1.30”

1.64”

1.30”
12345678 12345678

Pin1 : Data+
Pin2 : Data-
Pin7 : GND
Pin8 : GND
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Dip switch 1 in the ON position (down).
DMX address has a value of 1.

1 2 3 6 8 9 10754

All dip switches in the OFF position (up).
LED displays cool white color.

1 2 3 6 8 9 10754

All dip switches in the ON position (down).
LED fade cycle through red, green, and blue.

1 2 3 6 8 9 10754

Dip switches 1 and 2 in the OFF position (up).
LED displays blue color.

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

Dip switch 2 in the OFF position (up).
LED displays green color.

1 2 3 6 8 9 10754

Dip switch 1 in the OFF position (up).
LED displays red color.

1 2 3 6 8 9 10754

Link to DMX-RGB-1024CLink to DMX-RGB-128C

DMX Input

DMX Output

DMX input signal from DMX-RGB-128C.

To next input, if applicable.

16 3284

1 2 3 6 8 9 10754

21 25612864

Output
24VDC

Input
120-277VAC

J Box
(Not Included,

by others)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

+

-

-

+

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value
X Value

Y Value

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

LLED8300

CALIFORNIA ACCENT LIGHTING, INC.
2034 E. Lincoln Ave. #431, Anaheim, CA 92806
ph. 800.921.CALI (2254) or 714.535-7900  \  fx. 714.535.7902
info@calilighting.com  \  calilighting.com
© CALI. All rights reserved. CALI reserves the right to make changes or withdraw specifications without prior notice.
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NOT TO SCALEFEATURES 

ELECTRICAL

DMX CONTROL SYSTEM (Not Included)

ACCESSORIES (Not Included)

LAMP SPECIFICATIONS
LAMP NUMBER DESCRIPTION

LED-CT 2400K-6400K Color Tuning

(Based on 5 amps)

± .015” tolerance

lipLEDs™
Color Tuning

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

6” increments up to max run
*See max run for more information

6”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information
(Run lengths required)

2”

3.9” or 6.5”

6.5”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

8’ Maximum extrusion and lens length

8’ Maximum extrusion and lens length
(Dry Location field cuttable)

Lens and extrusion shipped in 
8’ sections (field cuttable)

8’ Maximum extrusion and lens length

3.95” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

3.95”

LLED8400 --->

LLED8000 --->

LLED8200 --->

LLED8300 --->

LLED8500 --->

LLED8100 --->

Specify Length (19.7”Assembly Increments)
(Add 2.5” to run for end cap and strain relief)

.75”

5.5W

.78”

.52”
*1.5W, 2.5W, 
3.6W, 4.5W

.47”

.36”

 6.5” (2.5W) or 3.9” (5.5W) increments up to max run
± 0.125” cutting tolerance

*See max run for more information

6.5“  increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

6” increments up to max run
*See max run for more information

6”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information
(Run lengths required)

2”

3.9” or 6.5”

6.5”

2” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

2”

8’ Maximum extrusion and lens length

8’ Maximum extrusion and lens length
(Dry Location field cuttable)

Lens and extrusion shipped in 
8’ sections (field cuttable)

8’ Maximum extrusion and lens length

3.95” increments up to max run
± 0.125” cutting tolerance

*See max run for more information

3.95”

LLED8400 --->

LLED8000 --->

LLED8200 --->

LLED8300 --->

LLED8500 --->

LLED8100 --->

Specify Length (19.7”Assembly Increments)
(Add 2.5” to run for end cap and strain relief)

.75”

5.5W

.78”

.52”
*1.5W, 2.5W, 
3.6W, 4.5W

.47”

.36”

 6.5” (2.5W) or 3.9” (5.5W) increments up to max run
± 0.125” cutting tolerance

*See max run for more information

6.5“  increments up to max run
± 0.125” cutting tolerance

*See max run for more information

	 APPLICATIONS	 Accent, Decorative Lighting
	 VOLTAGE	 24VDC
	 LAMP TYPE	 Color Tuning LEDs
	 DIMMING	 DMX-512
	 LENGTH	 Built to Order
	 MOUNTING	 Mounting Clips or Mounting Channel
	 VIEWING ANGLE	 120 Degrees
	 L70 LED LIFE	 60,000 hrs.
	 MAXIMUM RUN*1	 26’ (4.5W)

	 LISTING	 Dry or Wet (IP65 or IP67) Location
		  UL2108, CSA C22.2#9
		  UL8750, CSA250

lipLEDs is a 24 Volt system that requires a 24VDC (secondary 
side) transformer. The standard primary side voltage on 
our transformers is 120V or 277V. Consult factory for 
other primary side voltages.  See transformer brochure for 
additional information.

Click on thumbnail of accessory to see cut sheet, if applicable

1 of 2

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

DMX-CT-5A
(Required, Not Included)

DMX-CT-128C
or

DMX-CT-1024C
(Optional, Not Included)

Up to max run length

LLED8300

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

DMX-RGB-5A
(Required, Not Included)

DMX-RGB-128C
or

DMX-RGB-1024C
(Optional, Not Included)

Up to max run length

LLED8500

DMX-RGBW-128C
or

DMX-RGBW-1024C
(Optional, Included)

Up to max run length

DMX-RGBW-3A
(Required, Not Included)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

LLED8600

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

DMX-CT-5A
(Required, Not Included)

DMX-CT-128C
or

DMX-CT-1024C
(Optional, Not Included)

Up to max run length

LLED8350

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

DMX-RGB-5A
(Required, Not Included)

DMX-RGB-128C
or

DMX-RGB-1024C
(Optional, Not Included)

Up to max run length

LLED8550

DMX-RGBW-128C
or

DMX-RGBW-1024C
(Optional, Included)

Up to max run length

DMX-RGBW-3A
(Required, Not Included)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

LLED8650

DMX-CT-5A DMX Decoder is required for DMX color tuning.
Set DMX address using DIP switches.
Compatible with DMX-512 1990 standard protocol. See DMX-CT-5A for details.

DMX-CT-128C or DMX-CT-1024C DMX Controller is capable of programming specific 
colors and scenes via software. See DMX-CT-128C or DMX-CT-1024C for details.

An electronic transformer must be used to operate the DMX control system.
See TRA-E brochure for details.

Color Wheel Controller
(#DMX-CT-1024C)

Address Setting Panel

Power Supply Input Connector
Output Connector

DMX Signal Input Connector

DMX Signal Output Connector
1 2 3 6 8 9 10754

1.30”

6.94”

1.64”

1.30”

1.64”

1.30”
12345678 12345678

Pin1 : Data+
Pin2 : Data-
Pin7 : GND
Pin8 : GND
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Dip switch 1 in the ON position (down).
DMX address has a value of 1.

1 2 3 6 8 9 10754

All dip switches in the OFF position (up).
LED displays cool white color.

1 2 3 6 8 9 10754

All dip switches in the ON position (down).
LED fade cycle through red, green, and blue.

1 2 3 6 8 9 10754

Dip switches 1 and 2 in the OFF position (up).
LED displays blue color.

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

Dip switch 2 in the OFF position (up).
LED displays green color.

1 2 3 6 8 9 10754

Dip switch 1 in the OFF position (up).
LED displays red color.

1 2 3 6 8 9 10754

Link to DMX-RGB-1024CLink to DMX-RGB-128C

DMX Input

DMX Output

DMX input signal from DMX-RGB-128C.

To next input, if applicable.

16 3284

1 2 3 6 8 9 10754

21 25612864

Output
24VDC

Input
120-277VAC

J Box
(Not Included,

by others)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

+

-

-

+

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value
X Value

Y Value

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX Decoder
(#DMX-CT-5A)

Address Setting Panel

Power Supply Input Connector
Output Connector

DMX Signal Input Connector

DMX Signal Output Connector
1 2 3 6 8 9 10754

1.30”

6.94”

1.64”

1.30”

1.64”

1.30”
12345678 12345678

Pin1 : Data+
Pin2 : Data-
Pin7 : GND
Pin8 : GND

LLED8500
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Dip switch 1 in the ON position (down).
DMX address has a value of 1.

1 2 3 6 8 9 10754

All dip switches in the OFF position (up).
LED displays cool white color.

1 2 3 6 8 9 10754

All dip switches in the ON position (down).
LED fade cycle through red, green, and blue.

1 2 3 6 8 9 10754

Dip switches 1 and 2 in the OFF position (up).
LED displays blue color.

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

Dip switch 2 in the OFF position (up).
LED displays green color.

1 2 3 6 8 9 10754

Dip switch 1 in the OFF position (up).
LED displays red color.

1 2 3 6 8 9 10754

Link to DMX-RGB-1024CLink to DMX-RGB-128C

DMX Input

DMX Output

DMX input signal from DMX-RGB-128C.

To next input, if applicable.

16 3284

1 2 3 6 8 9 10754

21 25612864

Output
24VDC

Input
120-277VAC

J Box
(Not Included,

by others)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

+

-

-

+

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value
X Value

Y Value

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX Signal Terminator
(#DMX-RJ45-TERMINATOR)

Address Setting Panel

Power Supply Input Connector
Output Connector

DMX Signal Input Connector

DMX Signal Output Connector
1 2 3 6 8 9 10754

1.30”

6.94”

1.64”

1.30”

1.64”

1.30”
12345678 12345678

Pin1 : Data+
Pin2 : Data-
Pin7 : GND
Pin8 : GND
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Dip switch 1 in the ON position (down).
DMX address has a value of 1.

1 2 3 6 8 9 10754

All dip switches in the OFF position (up).
LED displays cool white color.

1 2 3 6 8 9 10754

All dip switches in the ON position (down).
LED fade cycle through red, green, and blue.

1 2 3 6 8 9 10754

Dip switches 1 and 2 in the OFF position (up).
LED displays blue color.

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

Dip switch 2 in the OFF position (up).
LED displays green color.

1 2 3 6 8 9 10754

Dip switch 1 in the OFF position (up).
LED displays red color.

1 2 3 6 8 9 10754

Link to DMX-RGB-1024CLink to DMX-RGB-128C

DMX Input

DMX Output

DMX input signal from DMX-RGB-128C.

To next input, if applicable.

16 3284

1 2 3 6 8 9 10754

21 25612864

Output
24VDC

Input
120-277VAC

J Box
(Not Included,

by others)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

+

-

-

+

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value
X Value

Y Value

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

Standard Controller
(#DMX-CT-128C)

Address Setting Panel

Power Supply Input Connector
Output Connector

DMX Signal Input Connector

DMX Signal Output Connector
1 2 3 6 8 9 10754

1.30”

6.94”

1.64”

1.30”

1.64”

1.30”
12345678 12345678

Pin1 : Data+
Pin2 : Data-
Pin7 : GND
Pin8 : GND
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Dip switch 1 in the ON position (down).
DMX address has a value of 1.

1 2 3 6 8 9 10754

All dip switches in the OFF position (up).
LED displays cool white color.

1 2 3 6 8 9 10754

All dip switches in the ON position (down).
LED fade cycle through red, green, and blue.

1 2 3 6 8 9 10754

Dip switches 1 and 2 in the OFF position (up).
LED displays blue color.

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

DMX address set to 37.
Switches 1, 3, and 6 are engaged (on).

1 2 3 6 8 9 10754

Dip switch 2 in the OFF position (up).
LED displays green color.

1 2 3 6 8 9 10754

Dip switch 1 in the OFF position (up).
LED displays red color.

1 2 3 6 8 9 10754

Link to DMX-RGB-1024CLink to DMX-RGB-128C

DMX Input

DMX Output

DMX input signal from DMX-RGB-128C.

To next input, if applicable.

16 3284

1 2 3 6 8 9 10754

21 25612864

Output
24VDC

Input
120-277VAC

J Box
(Not Included,

by others)

TRAXXX-E-UNV-24VDC-10V
(Required, Not Included)

(Must use electronic transformer)

+

-

-

+

BA B Button
Increase value +1

A Button
Cycles through PXY

P Value
X Value

Y Value

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

DMX input signal 

DMX Signal Terminator
(DMX-RJ45-TERMINATOR)

Shrink tube included 
for Wet Locations

Power Connector
(#LLED8300-PC)

LLED8050

LLED8550

LLED8350

1.5”33”

LLED8050

LLED8650

LLED8000

LLED8500

LLED8300

LLED8600

LLED80x0

LLED85x0

LLED83x0

LLED86x0

1.5”33”

1.5”33”

LLED8550

LLED8650

33”

33”

1.5”33”

33”

1.5”33”

1.5”33”

1.5”33”

LLED8500

LLED8300

LLED8600

33”

33”

33”

3”

3”

3”

3”

1.5”33”

LLED8350

33”

33”

Click on thumbnail of mounting clip to see cut sheet

2018.11.09 R5

Surface Mount LEDs
(Included)

Power Connector
(#LLED8300-PC)

Double Sided Tape
(Included)

Flexible LED Tape
(#LLED8300)

(Minimum bend radius: 1.5”)

Dry Location

Wet Location*3

.08”
.39”

.20”

.52”

*1 Maximum run based on 4 amps for class II applications: 21’ (4.5W)
*2 Standard Finish: Natural Silver if left blank (Finish does not apply to LLED8300, LLED8300-ST or LLED8300-ST-F)
*3 Run lengths required for Wet Location products (To ensure proper seal)
*4 Wet Location tube measures .52” x .20”
*5 Standard Lens: Clear if left blank

4.5W DMX LED-CT

SERIES OPTICS WATTS 
PER FOOT DIMMING LAMP LISTING FINISH

Ex. LLED8300 F 4.5W DMX LED-CT DRY WH
LLED8300*4 LLED8300-RME Clear Lens

(CL)*5
4.5 Watts 

(4.5W)
DMX-512

(DMX)
2400K-6400K
Color Tuning 

(LED-CT)

Indoor 
(DRY)

Natural Silver 
(NA)*2

LLED8300-CM*4 LLED8300-RPM

LLED8300-CMC LLED8300-SQC 50% 
Semi-Frosted 

Lens (SF)

Outdoor IP65
(WET)*3

Polished (PA)

LLED8300-CR LLED8300-SQL White (WH)

LLED8300-HC LLED8300-SR Outdoor IP67
(WET-IP67)*3

Satin (SA)

LLED8300-L LLED8300-SRT 100% Frosted 
Lens (F)

Black (BK)

LLED8300-LPFF LLED8300-ST Green (GN)

LLED8300-LPG LLED8300-UC*4 Red (RD)

LLED8300-LPL LLED8300-UCS Silver (SR)

LLED8300-LPR LLED8300-VR

LLED8300-LR LLED8300-WLPR

LLED8300-OL LLED8300-WMC

LLED8300-RC LLED8300-WMR

LLED8300-RCR

See Page 2 for Channel Details

_______________ - ______ - ______ - ______ - _______ - _______ - _______

SPECIFY PRODUCT CODE (Use drop down menu to complete table or fill in the blanks)

.26”

1.0”

.78”

.78”

8’

.78”

.51”

.78”

.26”

.78”

1.0”

.80”

1.42”

.80”

1.42”

1.42”

Mounting Channel
(#LLED8300-UC)

.26”

1.0”

.78”

.78”

8’

.78”

.51”

.78”

.26”

.78”

1.0”

.80”

1.42”

.80”

1.42”

1.42” Mounting Clip (WET)
(#LLED8300-MCS-WET)

.32”

.94”

.94”.13”

.94”.13”

Mounting Clip (DRY)
(#LLED8300-MCS)

MOUNTING OPTIONS (Not included)
For dry or wet LED tape only, not for channels or square tubes
Click on     icon on second page to see mounting options for channels or square tubes

! i

i



LLED8300
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± .015” tolerance

lipLEDs™
Color Tuning

2018.11.09 R5

End View

Dry Location

Wet Location

.51”

.78”

.26”

.78”

LED StripLite
(#LLED8000) Power Connector

(#LLED8000-PC)

U-Channel
(#LLED8000-UC)

LLED8300-UC
Material: PVC
Description: Low profile channel
Length: 8’
Lens Options: N/A

Material: Natural aluminum
Description: Low profile channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-LPL

End View

.27”

.72”

Flexible channel allows for complex vertical curves
(Minimum bend diameter 24”)

Flexible 
Aluminum Channel
(#LLED8000-LPL)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-LPL-LC)

Power Connector
(#LLED8000-PC)

End Cap
(#LLED8000-LPL-EC)

(Not Included)

Material: Natural aluminum
Description: Low profile flexible channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-L

2”to 4” Increments up to 36’
* See Max Run For More Information

3.00”
3.6W2.5W1.5W

.40.325.317

4.5W

.325 .475

5.5W

Continuous Connector
(LLED8000-CC)

Max Lens 8’ Sections

Extrusion
(#LLED8000-L)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-L-LC)

Power Connector
(#LLED8000-PC)

End View

.79”

.50”

Material: Natural aluminum
Description: Standard channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted
Optics: 15°, 30°, 45°, 60°

2”to 4” Increments up to 36’
* See Max Run For More Information

0.90”

0.36”

0.94”

0.81”

0.51”
0.93”

0.90”

0.51”

1.50”

1.75”

0.93”

0.90”

Specify Length

0.51”

Max Lens 8’ Sections

.79”

.64”

End View

Extrusion
(#LLED8000-SR)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-SR-CL)

Power Connector
(#LLED8000-PC)

LLED8300-SR
Material: Natural aluminum
Description: Standard channel with optics
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted
Optics: 15°, 30°, 45°, 60°

End View

2.15”

Power Connector
(#LLED8000-PC)

Clear Lens Cover
(#LLED8000-LPFF-LC)

LED StripLite
(#LLED8000)

Extrusion
(#LLED8000-LPFF)

End Cap
(#LLED8000-LPFF-EC)

.43”
LLED8300-LPFFLLED8300
Material: Natural aluminum
Description: Semi-round channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

Material: Flexible LED board
Description: Adhesive LED tape
Length: 26’
Lens Options: N/A

End View

Frosted Lens Cover
(#LLED8000-OL-LF)

End Cap
(#LLED8000-OL-EC)

Aluminum Extrusion
(#LLED8000-OL)

Power Connector
(#LLED8000-PC)

1.20”

1.46”

1.20”

1.46”

LLED8300-OL
Material: Natural aluminum
Description: Channel with circular lens
Length: 8’
Lens Options: Frosted

End View

.73”

1.62”Extrusion
(#LLED8000-WMC)

Power Connector
(#LLED8000-PC)LED StripLite

(#LLED8000)

Clear Lens Cover
(#LLED8000-WMC-LC)

End Cap
(#LLED8000-WMC-EC)

LLED8300-WMC
Material: Natural aluminum
Description: Wall mount channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

Material: Natural aluminum
Description: Low profile recessed channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-LPR

End View

.94”

.72”

.20”

Extrusion
(#LLED8000-LPR)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-LPR-LC)

Power Connector
(#LLED8000-PC)

End View

1.0”

.50”

Extrusion
(#LLED8000-UCS)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-UCS-LC)

Power Connector
(#LLED8000-PC)

.79”

Material: Natural aluminum
Description: Standard recessed channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted
Optics: 15°, 30°, 45°, 60°

LLED8300-UCS

LLED8300-LR
End View

.94”

.79”

.74”

LED StripLite
(#LLED8000)

Extrusion
(#LLED8000-LR)

Clear Lens Cover
(#LLED8000-LR-LC)

Power Connector
(#LLED8000-PC)

Material: Natural aluminum
Description: Recessed channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-RME
End View

.70” .60”

1.80”

1.38”

.75”

Extrusion
(#LLED8000-RME)

Power Connector
(#LLED8000-PC)

LED StripLite
(#LLED8000)

Frosted Lens Cover
(#LLED8000-RME-LF)

Material: Natural aluminum
Description: Ceiling channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-CR
End View

.96”

.97”

.90”

Frosted Lens Cover
(#LLED8000-CR-LF)

LED StripLite
(#LLED8000)

Extrusion
(#LLED8000-CR)

Power Connector
(#LLED8000-PC)

Material: Natural aluminum
Description: Recess channel for concrete
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

Material: Natural aluminum
Description: Wide recessed channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-WLPR
End View

1.23”

.46”

.98”

.40”Extrusion
(#LLED8000-WLPR)

Power Connector
(#LLED8000-PC)

LED StripLite
(#LLED8000)

Frosted Lens Cover
(#LLED8000-WLPR-LF)

Material: Natural aluminum
Description: Wall mount recessed channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

End View

.82”

2.36” 2.86”

Power Connector
(#LLED8000-PC)

Extrusion
(#LLED8000-WMR)

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-WMR-LC)

LLED8300-WMR

LLED8300-RCR

MOUNTING CLIP DETAIL

0.29

0.20 0.06

Mounting Clip
(#LLED-RCR-MC)

 4.0000 

 .6035  0.5 

 TRUE R.1250 

 .9405 

 1.5000 

 .1875 

 1.8965 

0.29

0.65
0.80  4.0000 

 .6035  0.5 

 TRUE R.1250 

 1.5000 

 .1875 

 1.8965 

3.2470

Mounting Clip
(#LLED-RCR-MC-H)

0.65
0.80

Mounting Options

1.51”

 1.13” 

End View

Power Connector
(#LLED8000-PC)

Extrusion
(#LLED8000-RCR)

End Cap
(#LLED8000-RCR-EC)

Break Resistant Lens
(#LLED8000-RCR-LC)

1.25”

1.43

0.06

LLED8300-LPG
End View

Power Connector
(#LLED8000-PC)

.80”

Frosted Lens Cover
(#LLED8000-LPG-LF)

Extrusion
(#LLED8000-LPG)

3/16” or 1/4” Glass

LED StripLite
(#LLED8000)

.59”
.26”

Material: Natural aluminum
Description: Recess channel for glass
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

2”to 4” Increments up to 36’
* See Max Run For More Information

1.50

1.66

.96

.82

.554

.96

1.05

0.90

.554

0.56

.500

1.05

0.90

.554

Specify Length

.500

End View

Extrusion
(#LLED8000-CM)

Power Connector
(#LLED8000-PC)

LED StripLite
(#LLED8000)

.80”

.80”

LLED8300-CM
Material: Natural aluminum
Description: Corner mount channel with clip
Length: 8’
Lens Options: N/A

LLED8300-VR
End View

Extrusion
(#LLED8000-VR)

1.24”
.88”

.88”End Cap
(#LLED8000-VR-EC)

Clear Lens Cover
(#LLED8000-VR-LC)

LED StripLite
(#LLED8000)

Power Connector
(#LLED8000-PC)

Material: Natural aluminum
Description: Corner mount channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-CMC

End View

Extrusion
(#LLED8000-CMC)

.71”

.71”

LED StripLite
(#LLED8000)

Clear Lens Cover
(#LLED8000-LC)

Power Connector
(#LLED8000-PC)

Material: Natural aluminum
Description: Corner mount channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-SQC
End View

.65”

.65”

Power Connector
(#LLED8000-PC)

End Cap
(#LLED8000-SQC-EC)

Frosted Lens Cover
(#LLED8000-SQC-LF)

LED StripLite
(#LLED8000)

Extrusion
(#LLED8000-SQC)

Material: Natural aluminum
Description: Square corner mount channel
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LED StripLite
(#LLED8000)

Standard Tube
(#LLED8000-ST)

End View

.47”

.36”

.52”

.75”

5.5W, 6.5W

1.5W, 2.5W, 3.6W, 4.5W

.78”

Power Connector
(#LLED8000-PC)

.78”

8’
.26”

1.0”.78”

.26”

.80”

1.42”
1.0”

.94”
.13”

LLED8300-ST
Material: Polycarbonate
Description: Standard tube
Length: 8’
Lens Options: Clear or Frosted

LLED8300-SQL

End Cap
(#LLED8000-SQL-EC)

Frosted Lens Cover
(#LLED8000-SQL-LF)

LED StripLite
(#LLED8000)

Power Connector
(#LLED8000-SQL-PC)

Extrusion
(#LLED8000-SQL)

Specify
Length

(Max. 300”)

Aircraft Cable
(#LLED8000-SQL-AC)

Canopy
(#LLED8000-CN-XX)

End View

.88”

.83”

Material: Natural aluminum
Description: Square pendant mount
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-SRT

Canopy
(#LLED8000-CN-XX)

Aircraft Cable
(#LLED8000-SRT-SC)

Power Connector
(#LLED8000-SRT-PC)

Extrusion
(#LLED8000-SRT)

Specify
Length

(Max. 300”)

LED StripLite
(#LLED8000)

Frosted Lens Cover
(#LLED8000-SRT-LF)

End Cap
(#LLED8000-SRT-EC)

End View

.83”

1.05”
Material: Natural aluminum
Description: Semi-round pendant mount
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-HC

CONTINUOUS CONNECTOR

.29”

.65”
.80”

.94

Mounting Clip
(#LLED-HC-MC)

2.34

CONTINUOUS CONNECTOR

POWER CONNECTOR

END VIEW

NOT TO SCALE

2”to 4” Increments up to 36’
* See Max Run For More Information

.79

3.00”
3.6W2.5W1.5W

.40.325.317

4.5W

.325 .475

5.5W

Continuous Connector

Max Lens 8’ Sections

5.00

End View

Rocker Switch
(#LLED8000-HC-RW)

End Cap
(#LLED8000-HC-EC)

Extrusion
(#LLED8000-HC)

LED StripLite
(#LLED8000)

Lens Cover
(#LLED8000-HC-LC)

Power Connector
(#LLED8000-PC)

2.34”

.92”

2.34”

.92”

Material: Natural aluminum
Description: Pendant mount
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-RC

MOUNTING CLIP DETAIL

0.29

1.25”

0.20 0.06

6” Modular LLED Strip
(#LLED8000)

Mounting Clip
(#LLED-RC-MC-H)

Mounting Clip
(#LLED-RC-MC)

End View

Power Connector
(#LLED8000-PC)

Break Resistant Lens
(#LLED8000-RC-LC)

End Cap
(#LLED8000-RC-EC)

Extrusion
(#LLED8000-RC)

 1.13”

Material: Natural aluminum
Description: Recessed or pendant mount
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted

LLED8300-RPM

End View

.94”

.92”

Mounting bracket
required every 2’

Extrusion
(#LLED8000-RPM)

Mounting Bracket
(#LLED8000-RPM-MB)

End Cap
(#LLED8000-RPM-EC)

End Cap
(#LLED8000-RPM-EC)

3 3/8”

Power Connector
(#LLED8000-PC)

LED StripLite
(#LLED8000)

Frosted Lens Cover
(#LLED8000-RPM-LF)

.55”

1.80”

3.0”

Material: Natural aluminum
Description: Round pendant mount / closet rod
Length: 8’
Lens Options: Clear, Semi-Frosted, Frosted
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SURFACE MOUNT (Click on     icon next to product name to see individual submittal)
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Surface Mount LEDs
(Included)

Power Connector
(#LLED8300-PC)

Double Sided Tape
(Included)

Flexible LED Tape
(#LLED8300)

(Minimum bend radius: 1.5”)

Dry Location

Wet Location*3

.08”
.39”

.20”

.52”

2 of 2

RECESS MOUNT (Click on     icon next to product name to see individual submittal)

! i

i

CORNER MOUNT (Click on     icon next to product name to see individual submittal)

! i

i

PENDANT MOUNT (Click on     icon next to product name to see individual submittal) (All pendant mount products can also be surface mounted)

! i

i

http://www.calilighting.com/assets/pdf/lipleds/LLED8300-UC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-L.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-WMC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-ST.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-LPFF.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-OL.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-WLPR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-RME.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-LPG.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8000-CMC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-HC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-RPM.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-SRT.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8000-RC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-SQL.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8000-SQC.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8000-CM.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-CR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-LR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-LPR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-SR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-LPL.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-UCS.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-WMR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8300-RCR.pdf
http://www.calilighting.com/assets/pdf/lipleds/LLED8000-VR.pdf
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